
Product Hire Guide
Booms • Scissors • Low Level Access 

Telehandlers • Forklifts 
Diggers • Dumpers • Training



Introduction

www.jms.co.uk
hire@jms.co.uk

The South • JMS Powered Access 
34 Coldharbour Lane, Harpenden, Herts. AL5 4UN

The North • JMS Powered Access
Parkside, Parkside Lane, Leeds. LS11 5TD

Pinewood Studios • JMS Powered Access
Room 1, Double Lodge, Pinewood Road, Iver Heath, Bucks. SL0 0NH

At JMS Powered Access we pride ourselves 
on supplying the very latest range of 
powered access to provide you with a 
safe, working environment at height.

• Low-level access platforms

• Electric scissors and booms

• Diesel scissors and booms

• Rough terrain models for tough 
 site conditions

• Track-mounted boom lifts

• Narrow aisle models

• Rough terrain telehandlers and fork lifts

• Delivery and collection to/from your site

• IPAF operator training

• Same day delivery available

Call us today - we are always happy  
to help you find the right machine.

0845 457 0000



Contents

Scissors

Maximum
working height

from 5.0m to 34.0m

Booms

Maximum
working height

from 11.00m to 58.56m

71Telehandlers Maximum
working height

from 5.85m to 17.55m550-80
AGRI PLUS

56
Tracked Booms 
/ Spider Lifts

Maximum
working height

from 15.40m to 52.0m

8Low Level Maximum
working height

from 3.50m to 5.20m

76Forklifts Maximum
working height

from 3.30m to 3.70m

All specifications are for information purposes, machine details may vary and occasionally may not be up to date or accurate.

13Mast Lifts Maximum
working height

from 4.50m to 14.29m

• Articulated
• Straight stick 50

Straight

39
Articulated

27
Diesel

19

View the Hire Check List and metres to feet conversion table on page 32

Electric



Training

If you are 
operating a 
powered access 
machine

You'll need one of these.

Our range of IPAF training courses take 
you through the skills and considerations 
you require to safely operate powered 
access equipment.

We also offer a full portfolio of other training 
courses to help you work safely and efficiently.

Courses can take place at one of our IPAF approved training 
centres or at your premises / site if appropriate.

www.jms.co.uk • hire@jms.co.uk

• Abrasive Wheels
• Asbestos Awareness
• CAP (Competent Assessed Persons)
• Confined Space
• First Aid
• IOSH Health and Safety
• IPAF Training (all courses)

• Ladders and Steps
• Manual Handling
• Aluminium Tower Training
• Rope Access
• Traffic Marshalling
• Working at heights

Book your course today

0845 457 0000 training@jms.co.uk jms-training.co.uk



• UK Coverage
• Same Day Delivery Available
• Full Engineer Support

• Experienced Media Staff
• Site Recce Service
• On Site IPAF Training

www.jms.co.uk

Media

0845 457 0000

DEDICATED OFFICE ON SITE AT PINEWOOD STUDIOS

When the Film and 
TV industry need access...

Who do they call?



Secondary Guarding

Secondary Guarding
JMS Powered Access has always had a 
policy to purchase equipment for its 
access hire fleet with the very best and 
latest in safety specification. In recent 
years, every boom lift we’ve purchased 
has been factory fitted with Secondary 
Guarding as standard.

What is Secondary Guarding?
Secondary Guarding is a generic term used 
for the devices that protect the operator of 
boom lift platforms from potential injury from 

overhead obstacles.

Pressure sensing device(s) Physical barrier(s)

See our website for further information on 
Secondary Guarding options or call 0845 457 0000

The International Powered Access Federation 
(IPAF) describe Secondary Guarding as:

A secondary guarding device is a piece of equipment which can be fitted to a 
Mobile Elevating Work Platform (MEWP) in addition to the primary guarding 
systems and is intended to further reduce the risk of entrapment and / or 
provide an alert that an entrapment situation has occurred.

When activated, some secondary guarding options will stop the functions 
of the machine, protecting the operator from injury.

There are two main design types of secondary guarding device currently 
available. These are:



Accessories

DC Heavy Duty Pipe Rack Glazier KitRT Heavy Duty Pipe Rack Platform Work Lights

DC Light Duty 
Pipe Rack

Boom Pipe RackLight Duty Pipe/
Steel Duty Rack

Material Handling Stand

Fuel Bowsers

●  Safety Harness and Lanyards

● Personal Protective Equipment

● Power to platform 

● Nappies / Oil Spill Kits

●  Transformers / Extension Leads

Diesel Filter Tyre Covers Ground Protection Mats

Tool Tether Harness safety Access Control Systems

Call: 0845 457 0000 E-mail: hire@jms.co.uk7



Work over and above 
desks safely and 
efficiently.
Adjustable Access 
Platform to reach 
heights of up to 4m.

4 Max. working height 4.00m

4 Max. platform height 2.00m

4 Overall width 1.10m

4 Stowed length 1.35m

4 Stowed height 1.92m

4 Platform capacity 150kg

4 Gross weight 90kg

 

 Desk Glider/Glide Lift

Low Level

NEW!

Call: 0845 457 0000 E-mail: hire@jms.co.uk8

Low Level



4 Max. working height 3.50m

4 Max. platform height 1.50m

4 Overall width 0.70m

4 Stowed length 0.98m

4 Stowed height 1.55m

4 Platform capacity 150kg

4 Gross machine weight 180kg

4 Tyres non-marking

 Peco

0 1 m
3.2 ft

2 m
6.5 ft

 

4 m
13.1 ft

3 m
9.8 ft

2 m
6.5 ft

1 m
3.2 ft

0 m
0 ft

4 Max. working height 3.60m

4 Max. platform height 1.60m

4 Overall width 0.70m

4 Stowed length 1.13m

4 Stowed height 1.64m

4 Platform capacity 240kg

4 Gross machine weight 235kg

4 Tyres non-marking

 Pop-up

0 1 m
3.2 ft

2 m
6.5 ft

 

5 m
16.4 ft

4 m
13.1 ft

3 m
9.8 ft

2 m
6.5 ft

1 m
3.2 ft

0 m
0 ft

4 Max. working height 3.50m

4 Max. platform height 1.50m

4 Overall width 1.10m

4 Stowed length 1.10m

4 Stowed height 1.55m

4 Platform capacity 150kg

4 Gross machine weight 240kg

4 Tyres non-marking

 Peco Wind Rated

0 1 m
3.2 ft

2 m
6.5 ft

 

4 m
13.1 ft

3 m
9.8 ft

2 m
6.5 ft

1 m
3.2 ft

0 m
0 ft

ElectricEcoManualWind Rated

Call: 0845 457 0000 E-mail: hire@jms.co.uk9



4 Max. working height 4.01m

4 Max. platform height 2.01m

4 Overall width 0.70m

4 Stowed length 1.21m

4 Stowed height 1.70m

4 Platform capacity 240kg

4 Gross machine weight 313kg

4 Tyres non-marking

 Boss X2

0 1 m
3.2 ft

2 m
6.5 ft

 

5 m
16.4 ft

4 m
13.1 ft

3 m
9.8 ft

2 m
6.5 ft

1 m
3.2 ft

0 m
0 ft

4 Max. working height 4.20m

4 Max. platform height 2.20m

4 Overall width 0.70m

4 Stowed length 1.28m

4 Stowed height 1.94m

4 Platform capacity 150kg

4 Gross machine weight 305kg

4 Tyres non-marking

 Ecolift

0 1 m
3.2 ft

2 m
6.5 ft

 

5 m
16.4 ft

4 m
13.1 ft

3 m
9.8 ft

2 m
6.5 ft

1 m
3.2 ft

0 m
0 ft

4 Max. working height 4.20m

4 Max. platform height 2.20m

4 Overall width 0.95m

4 Stowed length 1.28m

4 Stowed height 1.94m

4 Platform capacity 150kg

4 Gross machine weight 335kg

4 Tyres non-marking

 Ecolift Wind Rated

0 1 m
3.2 ft

2 m
6.5 ft

 

5 m
16.4 ft

4 m
13.1 ft

3 m
9.8 ft

2 m
6.5 ft

1 m
3.2 ft

0 m
0 ft

Call: 0845 457 0000 E-mail: hire@jms.co.uk10Call: 0845 457 0000 E-mail: hire@jms.co.uk10

Low Level - Push Around



4 Max. working height 4.50m

4 Max. platform height 2.50m

4 Overall width 0.75m

4 Stowed length 1.20m

4 Stowed height 1.56m

4 Platform capacity 200kg

4 Gross machine weight 285kg

4 Tyres non-marking

 Nano 45

0 1 m
3.2 ft

2 m
6.5 ft

 

5 m
16.4 ft

4 m
13.1 ft

3 m
9.8 ft

2 m
6.5 ft

1 m
3.2 ft

0 m
0 ft

4 Max. working height 4.50m

4 Max. platform height 2.50m

4 Overall width 0.70m

4 Stowed length 1.20m

4 Stowed height 1.80m

4 Platform capacity 240kg

4 Gross machine weight 343kg

4 Tyres non-marking

 Pop-up+

0 1 m
3.2 ft

2 m
6.5 ft

 

5 m
16.4 ft

4 m
13.1 ft

3 m
9.8 ft

2 m
6.5 ft

1 m
3.2 ft

0 m
0 ft

4 Max. working height 4.55m

4 Max. platform height 2.55m

4 Overall width 0.70m

4 Stowed length 1.21m

4 Stowed height 1.80m

4 Platform capacity 240kg

4 Gross machine weight 349kg

4 Tyres non-marking

 Boss X3

0 1 m
3.2 ft

2 m
6.5 ft

 

5 m
16.4 ft

4 m
13.1 ft

3 m
9.8 ft

2 m
6.5 ft

1 m
3.2 ft

0 m
0 ft Image shows machine fitted with 

confined space guardrail option.

ElectricLow Level - Push Around

Call: 0845 457 0000 E-mail: hire@jms.co.uk11



4 Max. working height 5.10m

4 Max. platform height 3.10m

4 Overall width 0.78m

4 Stowed length 1.60m

4 Stowed height 1.85m

4 Platform capacity 250kg

4 Gross machine weight 342kg

4 Tyres non-marking

 Power Tower

0 1 m
3.2 ft

2 m
6.5 ft

3 m
9.8 ft

 

6 m
19.6 ft

5 m
16.4 ft

4 m
13.1 ft

3 m
9.8 ft

2 m
6.5 ft

1 m
3.2 ft

0 m
0 ft

0 1 m
3.2 ft

2 m
6.5 ft

 

6 m
19.6 ft

5 m
16.4 ft

4 m
13.1 ft

3 m
9.8 ft

2 m
6.5 ft

1 m
3.2 ft

0 m
0 ft

4 Max. working height 5.20m

4 Max. platform height 3.20m

4 Overall width 0.76m

4 Stowed length 1.41m

4 Stowed height 1.80m

4 Platform capacity 240kg

4 Gross machine weight 370kg

4 Tyres non-marking

 Boss X3X

Power Tower

Call: 0845 457 0000 E-mail: hire@jms.co.uk12Call: 0845 457 0000 E-mail: hire@jms.co.uk12

Low Level - Push Around



0 1 m
3.2 ft

2 m
6.5 ft

 

6 m
19.6 ft

5 m
16.4 ft

4 m
13.1 ft

3 m
9.8 ft

2 m
6.5 ft

1 m
3.2 ft

0 m
0 ft

4 Max. working height 5.45m

4 Max. platform height 3.45m

4 Overall width 0.75m

4 Stowed length 1.35m

4 Stowed height 1.57m

4 Platform capacity 227kg

4 Gross machine weight 717kg

4 Stowed gradeability 30%

4 Tyres non-marking

 Genie GR12

4 Max. working height 4.50m

4 Max. platform height 2.50m

4 Overall width 0.75m

4 Stowed length 1.20m

4 Stowed height 1.59m

4 Platform capacity 200kg

4 Gross machine weight 478kg

4 Tyres non-marking

 Nano SP (Self Propelled)

0 1 m
3.2 ft

2 m
6.5 ft

 

5 m
16.4 ft

4 m
13.1 ft

3 m
9.8 ft

2 m
6.5 ft

1 m
3.2 ft

0 m
0 ft

Mast Lifts - Self Propelled Electric

0 1 m
3.2 ft

2 m
6.5 ft

 

6 m
19.6 ft

5 m
16.4 ft

4 m
13.1 ft

3 m
9.8 ft

2 m
6.5 ft

1 m
3.2 ft

0 m
0 ft

4 Max. working height 5.14m

4 Max. platform height 3.14m

4 Overall width 0.70m

4 Stowed length 1.39m

4 Stowed height 1.74m

4 Platform capacity 150kg

4 Gross machine weight 495kg

4 Tyres non-marking

 Boss X3X SP (Self Propelled)

Call: 0845 457 0000 E-mail: hire@jms.co.uk13



0 1 m
3.2 ft

2 m
6.5 ft

 

6 m
19.6 ft

5 m
16.4 ft

4 m
13.1 ft

3 m
9.8 ft

2 m
6.5 ft

1 m
3.2 ft

0 m
0 ft

7 m
22.9 ft

4 Max. working height 6.52m

4 Max. platform height 4.52m

4 Overall width 0.75m

4 Stowed length 1.35m

4 Stowed height 1.57m

4 Platform capacity 227kg

4 Gross machine weight 994kg

4 Stowed gradeability 30%

4 Tyres non-marking

0 1 m
3.2 ft

2 m
6.5 ft

 

6 m
19.6 ft

5 m
16.4 ft

4 m
13.1 ft

3 m
9.8 ft

2 m
6.5 ft

1 m
3.2 ft

0 m
0 ft

7 m
22.9 ft

4 Max. working height 6.75m

4 Max. platform height 4.75m

4 Outreach 0.41m

4 Overall width 0.77m

4 Stowed length 1.37m

4 Stowed height 1.79m

4 Platform capacity 227kg

4 Gross machine weight 971kg

4 Stowed gradeability 30%

4 Tyres non-marking

 Genie GR15

 Skyjack SJ16

0 1 m
3.2 ft

2 m
6.5 ft

 

6 m
19.6 ft

5 m
16.4 ft

4 m
13.1 ft

3 m
9.8 ft

2 m
6.5 ft

1 m
3.2 ft

0 m
0 ft

4 Max. working height 5.66m

4 Max. platform height 3.66m

4 Overall width 0.76m

4 Stowed length 1.36m

4 Stowed height 1.66m

4 Platform capacity 230kg

4 Gross machine weight 790kg

4 Stowed gradeability 25%

4 Tyres non-marking

 JLG 1230ES

Call: 0845 457 0000 E-mail: hire@jms.co.uk14
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4 Max. working height 8.02m

4 Max. platform height 6.02m

4Deck extension (extra deck length) 0.50m

4 Overall width 0.80m

4 Stowed length 1.35m

4 Stowed height 1.98m

4 Platform capacity 159kg

4 Gross machine weight 1112kg

4 Stowed gradeability 30%

4 Tyres non-marking

4 Max. working height 9.57m

4 Max. platform height 7.57m

4 Overall width 0.74m

4 Stowed length 1.31m

4 Stowed height 1.98m

4 Platform capacity 159kg

4 Gross machine weight 

 AC 330kg

 DC 371kg

4 Tyres non-marking

 Genie GR20

 Genie AWP 25S

0 1 m
3.2 ft

2 m
6.5 ft

 

6 m
19.6 ft

5 m
16.4 ft

4 m
13.1 ft

3 m
9.8 ft

2 m
6.5 ft

1 m
3.2 ft

0 m
0 ft

7 m
22.9 ft

8 m
26.24 ft

9 m
29.5 ft

 

8 m
26.2 ft

7 m
22.9 ft

6 m
19.6 ft

5 m
16.4 ft

4 m
13.1 ft

3 m
9.8 ft

2 m
6.5 ft

1 m
3.2 ft

0 m

9 m
29.5 ft

10 m
32.8 ft

11 m
36ft

12 m
39.37ft

0 m
0 ft

1 m
3.2 ft

2 m
6.5 ft

4 Max. working height 8.12m

4 Max. platform height 6.12m

4 Overall width 0.74m

4 Stowed length 1.24m

4 Stowed height 1.98m

4 Platform capacity 159kg

4 Gross machine weight

 AC 307kg

	 DC 347kg

4 Tyres non-marking

 Genie AWP 20S

 

8 m
26.2 ft

7 m
22.9 ft

6 m
19.6 ft

5 m
16.4 ft

4 m
13.1 ft

3 m
9.8 ft

2 m
6.5 ft

1 m
3.2 ft

0 m

9 m
29.5 ft

0 m
0 ft

1 m
3.2 ft

2 m
6.5 ft

Mast Lifts - Self Propelled Electric

Call: 0845 457 0000 E-mail: hire@jms.co.uk15



Mast Lifts - Self Propelled Electric

4 Max. working height 9.90m

4 Max. platform height 7.85m

4 Outreach 3.15m

4 Overall width 0.99m

4 Stowed length 2.51m

4 Stowed height 1.995m

4 Platform capacity 200kg

4 Gross machine weight 2650kg

4 Stowed gradeability 25%

4 Tyres non-marking

 Manitou 100 VJR

-3 m
-9.8 ft

-2 m
-6.5 ft

-1 m
-3.2 ft

0 m
0 ft

1 m
3.2 ft

2 m
6.5 ft

3 m
9.8 ft

 

8 m
26.2 ft

7 m
22.9 ft

6 m
19.6 ft

5 m
16.4 ft

4 m
13.1 ft

3 m
9.8 ft

2 m
6.5 ft

1 m
3.2 ft

0 m
0 ft

9 m
29.5 ft

10 m
32.8 ft

11 m
36 ft

4 Max. working height 10.10m

4 Max. platform height 8.10m

4 Outreach 3.08m

4 Overall width 0.99m

4 Stowed length 2.82m

4 Stowed height 1.99m

4 Platform capacity 200kg

4 Gross machine weight 2990kg

4 Stowed gradeability 25%

4 Tyres non-marking

 JLG Toucan T10E

4 m
13.1 ft

-1 m
-3.2 ft

0 m
0 ft

1 m
3.2 ft

2 m
6.5 ft

3 m
9.8 ft

 

8 m
26.2 ft

7 m
22.9 ft

6 m
19.6 ft

5 m
16.4 ft

4 m
13.1 ft

3 m
9.8 ft

2 m
6.5 ft

1 m
3.2 ft

0 m
0 ft

9 m
29.5 ft

10 m
32.8 ft

4 Max. working height 10.00m

4 Max. platform height 8.00m

4 Outreach 3.00m

4 Overall width 1.00m

4 Stowed length 2.70m

4 Stowed height 1.99m

4 Platform capacity 200kg

4 Gross machine weight 2735kg

4 Stowed gradeability 23%

4 Tyres non-marking

 Haulotte Star 10

-3 m
-9.8 ft

-2 m
-6.5 ft

-1 m
-3.2 ft

0 m
0 ft

1 m
3.2 ft

2 m
6.5 ft

3 m
9.8 ft

 

8 m
26.2 ft

7 m
22.9 ft

6 m
19.6 ft

5 m
16.4 ft

4 m
13.1 ft

3 m
9.8 ft

2 m
6.5 ft

1 m
3.2 ft

0 m
0 ft

9 m
29.5 ft

10 m
32.8 ft

11 m
36 ft

Call: 0845 457 0000 E-mail: hire@jms.co.uk16
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4 Max. working height 11.83m

4 Max. platform height 9.83m

4 Outreach 5.10m

4 Overall width 1.20m

4 Stowed length 3.65m

4 Stowed height 1.99m

4 Platform capacity 200kg

4 Gross machine weight 4300kg

4 Stowed gradeability (2WD) 25%

4 Tyres non-marking

 JLG Toucan T12E

4 m
13.1 ft

-1 m
-3.2 ft

0 m 1 m
3.2 ft

2 m
6.5 ft

3 m
9.8 ft

5 m
16.4 ft

6 m
19.6 ft

 

8 m
26.2 ft

6 m
19.6 ft

4 m
13.1 ft

2 m
6.5 ft

0 m

10 m
32.8 ft

12 m
39.37 ft

-2 m
-6.5 ft

4 Max. working height 11.0m

4 Max. platform height 9.0m

4 Overall width 0.74m

4 Stowed length 1.35m

4 Stowed height 1.98m

4 Platform capacity 159kg

4 Gross machine weight 

 AC 352kg

 DC 393kg

4 Tyres non-marking

 Genie AWP30S

 

8 m
26.2 ft

7 m
22.9 ft

6 m
19.6 ft

5 m
16.4 ft

4 m
13.1 ft

3 m
9.8 ft

2 m
6.5 ft

1 m
3.2 ft

0 m

9 m
29.5 ft

10 m
32.8 ft

11 m
36ft

12 m
39.37ft

0 m
0 ft

1 m
3.2 ft

2 m
6.5 ft

4 Max. working height 11.0m

4 Max. platform height 9.0m

4 Overall width 0.74m

4 Stowed length 1.35m

4 Stowed height 1.98m

4 Platform capacity 159kg

4 Gross machine weight 

 AC 352kg

 DC 393kg

4 Tyres non-marking

 Genie AWP30S

 

8 m
26.2 ft

7 m
22.9 ft

6 m
19.6 ft

5 m
16.4 ft

4 m
13.1 ft

3 m
9.8 ft

2 m
6.5 ft

1 m
3.2 ft

0 m

9 m
29.5 ft

10 m
32.8 ft

11 m
36ft

12 m
39.37ft

0 m
0 ft

1 m
3.2 ft

2 m
6.5 ft

4 Max. working height 10.80m

4 Max. platform height 8.80m

4 Overall width 0.80m

4 Stowed length 1.34m

4 Stowed height 1.98m

4 Platform capacity 159kg

4 Gross machine weight 

 AC 380kg

 DC 422kg

4 Tyres non-marking

 Haulotte Quick Up 11

 

8 m
26.2 ft

7 m
22.9 ft

6 m
19.6 ft

5 m
16.4 ft

4 m
13.1 ft

3 m
9.8 ft

2 m
6.5 ft

1 m
3.2 ft

0 m

9 m
29.5 ft

10 m
32.8 ft

11 m
36ft

12 m
39.37ft

0 m
0 ft

1 m
3.2 ft

2 m
6.5 ft

Call: 0845 457 0000 E-mail: hire@jms.co.uk17
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 Genie AWP36S / AWP 40S

4 Max. working height 13.10 / 14.29m

4 Max. platform height 11.10 / 12.29m

4 Overall width 0.74m

4 Stowed length 1.42m

4 Stowed height (tilted) 1.98m

4 Platform capacity 159kg / 136kg

4 Gross machine weight

 AC 461kg / 472kg

 DC 502kg / 513kg

4 Tyres non-marking
 

9 m
29.5 ft

6 m
19.6 ft

3 m
9.8 ft

0 m

12 m
39.37 ft

15 m
49.21 ft

0 m
0 ft

1 m
3.2 ft

2 m
6.5 ft

4 Max. working height 12.30m

4 Max. platform height 10.30m

4 Overall width 0.80m

4 Stowed length 1.40m

4 Stowed height 1.98m

4 Platform capacity 136kg

4 Gross machine weight 

 AC 415kg

 DC 457kg

4 Tyres non-marking

 Haulotte Quick Up 12

 

8 m
26.24 ft

6 m
19.6 ft

4 m
13.12 ft

2 m
6.56 ft

0 m

10 m
32.80 ft

12 m
39.37 ft

0 m
0 ft

1 m
3.2 ft

2 m
6.5 ft

Call: 0845 457 0000 E-mail: hire@jms.co.uk18
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Electric Scissor Lifts

Skyjack SJ4632

4 Max. working height 5.0m

4 Max. platform height 3.0m

4 Overall width 0.77m

4 Overall length 1.26m

4 Stowed height  1.80m

4Platform capacity                      227kg

4 Gross machine weight              495kg 

4Stowed gradeability                    25%

4Tyres                                non-marking

 Snorkel S3010E 

3.2 ft
1 m

6.5 ft
2 m

9.8 ft
3 m

13.1 ft
4 m

16.4 ft
5 m

19.6 ft
6 m

-3.2 ft
-1 m

0

0 6.5 ft
2 m

9.8 ft
3 m

13.1 ft
4 m

3.2 ft
1 m

Call: 0845 457 0000 E-mail: hire@jms.co.uk19



4 Max. working height 7.79m

4 Max. platform height 5.79m

4 Overall width 0.81m

4 Overall length 1.78m

4 Stowed height (rails down) 1.64m

4 Deck extension (extra deck length) 0.91m

4 Platform capacity 227kg

4 Gross machine weight 1312kg

4 Stowed gradeability 25%

4 Tyres non-marking

4 Max. working height 7.79m

4 Max. platform height 5.79m

4 Overall width 0.81m

4 Overall length 2.07m

4 Stowed height (rails down) 1.76m

4 Deck extension (extra deck length) 0.71m

4 Platform capacity 230kg

4 Gross machine weight 1565kg

4 Stowed gradeability 25%

4 Tyres non-marking

 Skyjack SJ3219

 JLG 6RS

3.2 ft
1 m

6.5 ft
2 m

9.8 ft
3 m

13.1 ft
4 m

16.4 ft
5 m

19.6 ft
6 m

22.9 ft
7 m

26.2 ft
8 m

-3.2 ft
-1 m

0

0 6.5 ft
2 m

9.8 ft
3 m

13.1 ft
4 m

3.2 ft
1 m

3.2 ft
1 m

6.5 ft
2 m

9.8 ft
3 m

13.1 ft
4 m

16.4 ft
5 m

19.6 ft
6 m

22.9 ft
7 m

26.2 ft
8 m

-3.2 ft
-1 m

0

0 6.5 ft
2 m

9.8 ft
3 m

13.1 ft
4 m

3.2 ft
1 m

4 Max. working height 5.60m

4 Max. platform height 3.60m

4 Overall width 0.76m

4 Overall length 1.44m

4 Stowed height (guard rails up) 2.03m

4 Stowed height (guard rails down) 1.67m

4 Deck extension (extra deck length) 0.6m

4 Platform capacity 240kg

4 Gross machine weight 880kg

4 Stowed gradeability 25%

4 Tyres non-marking

 Dingli JCPT0607DCS

3.2 ft
1 m

6.5 ft
2 m

9.8 ft
3 m

13.1 ft
4 m

16.4 ft
5 m

19.6 ft
6 m

-3.2 ft
-1 m

0

0 6.5 ft
2 m

9.8 ft
3 m

13.1 ft
4 m

3.2 ft
1 m
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Electric Scissor Lifts Electric

4 Max. working height 7.80m

4 Max. platform height 5.80m

4 Overall width 0.81m

4 Overall length 1.74m

4 Stowed height (rails down) 1.99m

4 Platform capacity 230kg

4 Gross machine weight 1890kg

4 Stowed gradeability 25%

4 Tyres non-marking

 JLG 1932R

3.2 ft
1 m

6.5 ft
2 m

9.8 ft
3 m

13.1 ft
4 m

16.4 ft
5 m

19.6 ft
6 m

22.9 ft
7 m

26.2 ft
8 m

-3.2 ft
-1 m

0

0 6.5 ft
2 m

9.8 ft
3 m

13.1 ft
4 m

3.2 ft
1 m

4 Max. working height 9.92m

4 Max. platform height 7.92m

4 Overall width 0.81m

4 Overall length 2.32m

4 Stowed height (rails down) 1.91m

4 Deck extension (extra deck length) 0.91m

4 Platform capacity 227kg

4 Gross machine weight 1890kg

4 Stowed gradeability 30%

4 Tyres non-marking

 Skyjack SJ3226

3.2 ft
1 m

6.5 ft
2 m

9.8 ft
3 m

13.1 ft
4 m

16.4 ft
5 m

19.6 ft
6 m

22.9 ft
7 m

26.2 ft
8 m

-3.2 ft
-1 m

0

29.5 ft
9 m

32.8 ft
10 m

0 6.5 ft
2 m

9.8 ft
3 m

13.1 ft
4 m

3.2 ft
1 m

3.2 ft
1 m

13.1 ft
2 m

19.6 ft
3 m

26.2 ft
4 m

-3.2 ft
-1 m

0

32.8 ft
5 m

39.37 ft
6 m

45.9 ft
7 m

52.49 ft
8 m

45.9 ft
9 m

52.49 ft
10 m

0 13.1 ft
2 m

19.6 ft
3 m

3.2 ft
1 m

4 Max. working height 9.92m

4 Max. platform height 7.92m

4 Overall width 1.17m

4 Overall length 2.31m

4 Stowed height (rails down) 1.79m

4 Deck extension (extra deck length) 1.22m

4 Platform capacity 454kg

4 Gross machine weight 2170kg

4 Stowed gradeability 30%

4 Tyres non-marking

 Skyjack SJ4626
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4 Max. working height 11.75m

4 Max. platform height 9.75m

4 Overall width 1.17m

4 Overall length 2.31m

4 Stowed height (rails down) 1.88m

4 Deck extension (extra deck length) 1.22m

4 Platform capacity 317kg

4 Gross machine weight 2302kg

4 Stowed gradeability 25%

4 Tyres non-marking

 Skyjack SJ4632

3.2 ft
1 m

6.5 ft
2 m

9.8 ft
3 m

13.1 ft
4 m

-6.5 ft
-2 m

0

16.4 ft
5 m

19.6 ft
6 m

22.9ft
7 m

26.2ft
8 m

29.5 ft
9 m

32.8 ft
10 m

36 ft
11 m

39.37 ft
12 m

0 6.5 ft
2 m

13.1 ft
4 m

3.2 ft
1 m

6.5 ft
2 m

9.8 ft
3 m

13.1 ft
4 m

-6.5 ft
-2 m

0

16.4 ft
5 m

19.6 ft
6 m

22.9ft
7 m

26.2ft
8 m

29.5 ft
9 m

32.8 ft
10 m

36 ft
11 m

39.37 ft
12 m

0 6.5 ft
2 m

13.1 ft
4 m

4 Max. working height 11.50m

4 Max. platform height 9.50m

4 Overall width 0.81m

4 Stowed length 2.44m

4 Stowed height (rails down) 2.03m

4 Deck extension (extra deck length) 0.91m

4 Platform capacity 227kg

4 Gross machine weight 2352kg

4 Stowed gradeability 25%

4 Tyres non-marking

 Genie GS3232

4 Max. working height 11.75m

4 Max. platform height 9.75m

4 Overall width 1.22m

4 Overall length 2.41m

4 Stowed height (rails down) 1.97m

4 Deck extension (extra deck length) 0.88m

4 Platform capacity 320kg

4 Gross machine weight 2750kg

4 Stowed gradeability 25%

4 Tyres foam filled non-marking

 JLG 10RS

3.2 ft
1 m

6.5 ft
2 m

9.8 ft
3 m

13.1 ft
4 m

-6.5 ft
-2 m

0

16.4 ft
5 m

19.6 ft
6 m

22.9ft
7 m

26.2ft
8 m

29.5 ft
9 m

32.8 ft
10 m

36 ft
11 m

39.37 ft
12 m

0 6.5 ft
2 m

13.1 ft
4 m
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Electric Scissor Lifts Electric

4 Max. working height 13.80m

4 Max. platform height 11.80m

4 Overall width 1.20m

4 Overall length 2.49m

4 Stowed height (rails down) 2.08m

4 Deck extension (extra deck length) 0.92m

4 Platform capacity 350kg

4 Gross machine weight 3168kg

4 Stowed gradeability 23%

4 Tyres non-marking

 Haulotte Compact 14

6.5 ft
2 m

13.1 ft
4 m

19.6 ft
6 m

26.2 ft
8 m

-6.5 ft
-2 m

0

32.8 ft
10 m

39.37 ft
12 m

45.9 ft
14 m

0 13.1 ft
4 m

19.6 ft
6 m

6.5 ft
2 m

4 Max. working height 13.70m

4 Max. platform height 11.70m

4 Overall width 1.19m

4 Overall length 2.44m

4 Stowed height (rails down) 1.88m

4 Deck extension (extra deck length) 0.91m

4 Platform capacity 350kg

4 Gross machine weight 3221kg

4 Stowed gradeability 25%

4 Tyres non-marking

 Genie GS4047

6.5 ft
2 m

13.1 ft
4 m

19.6 ft
6 m

26.2 ft
8 m

0

32.8 ft
10 m

39.37 ft
12 m

45.9 ft
14 m

0 6.5 ft
2 m

13.1 ft
4 m

3.2 ft
1 m

6.5 ft
2 m

9.8 ft
3 m

13.1 ft
4 m

-6.5 ft
-2 m

0

16.4 ft
5 m

19.6 ft
6 m

22.9ft
7 m

26.2ft
8 m

29.5 ft
9 m

32.8 ft
10 m

36 ft
11 m

39.37 ft
12 m

0 6.5 ft
2 m

13.1 ft
4 m

4 Max. working height 11.75m

4 Max. platform height 9.75m

4 Overall width 1.76m

4 Overall length 2.72m

4 Stowed height (rails down) 1.75m

4 Deck extension (extra deck length) 1.52m

4 Platform capacity 454kg

4 Gross machine weight 3778kg

4 Stowed gradeability 45%

4 Tyres foam filled non-marking

 SkyJack SJ6832 RTE
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6.5 ft
2 m

13.1 ft
4 m

19.6 ft
6 m

26.2 ft
8 m

-6.5 ft
-2 m

0

32.8 ft
10 m

39.37 ft
12 m

45.9 ft
14 m

52.49 ft
16 m

0 13.1 ft
4 m

19.6 ft
6 m

6.5 ft
2 m

4 Max. working height 14.19m

4 Max. platform height 12.19m

4 Overall width 1.75m

4 Overall length 3.15m

4 Stowed height (rails down) 2.04m

4 Deck extension (extra deck length) 0.91m

4 Platform capacity 360kg

4 Gross machine weight 5300kg

4 Stowed gradeability (4WD) 45%

4 Tyres non-marking

 JLG 4069LE

4 Max. working height 14.50m

4 Max. platform height 12.50m

4 Overall width 2.20m

4 Overall length 3.50m

4 Stowed height (rails down) 2.20m

4 Deck extension (extra deck length) 2.3m

4 Platform capacity 681kg

4 Gross machine weight 6173kg

4 Stowed gradeability 30%

4 Tyres non-marking

 Skyjack 8841E

6.5 ft
2 m

13.1 ft
4 m

19.6 ft
6 m

26.2 ft
8 m

-6.5 ft
-2 m

0

32.8 ft
10 m

39.37 ft
12 m

45.9 ft
14 m

52.49 ft
16 m

0 13.1 ft
4 m

19.6 ft
6 m

6.5 ft
2 m

4 Max. working height 13.96m

4 Max. platform height 11.96m

4 Overall width 1.14m

4 Overall length 2.71m

4 Stowed height (rails down) 1.92m

4 Platform capacity 250kg

4 Gross machine weight 3175kg

4 Stowed gradeability 25%

4 Tyres non-marking

 JLG 4045R

6.5 ft
2 m

13.1 ft
4 m

19.6 ft
6 m

26.2 ft
8 m

0

32.8 ft
10 m

39.37 ft
12 m

45.9 ft
14 m

0 6.5 ft
2 m

13.1 ft
4 m
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9.8 ft
3 m

26.24 ft
6 m

29.5 ft
9 m

39.37 ft
12 m

-6.5 ft
-2 m

0

49.21 ft
15 m

59 ft
18 m

68.8 ft
21 m

0 26.24 ft
6 m

9.8 ft
3 m

4 Max. working height 17.30m

4 Max. platform height 15.30m

4 Overall width 1.20m

4 Overall length 4.12m

4 Stowed height (rails down) 2.65m

4 Deck extension (extra deck length) 1.49m

4 Platform capacity 500kg

4 Gross machine weight 7300kg

4 Stowed gradeability 25%

4 Tyres solid rubber

 Liftlux 153-12

4 Max. working height 18.50m

4 Max. platform height 16.50m

4 Overall width 1.20m

4 Stowed length 3.74m

4 Stowed height (rails down) 2.65m

4 Deck extension (extra deck length) 1.50m

4 Platform capacity 500kg

4 Gross machine weight 7985kg

4 Stowed gradeability 25%

4 Tyres solid rubber

 Holland Lift N165-EL12

6.5 ft
2 m

13.1 ft
4 m

19.6 ft
6 m

26.2 ft
8 m

-6.5 ft
-2 m

0

32.8 ft
10 m

39.37 ft
12 m

45.9 ft
14 m

52.49 ft
16 m

59 ft
18 m

65.6 ft
20 m

0 13.1 ft
4 m

19.6 ft
6 m

6.5 ft
2 m

6.5 ft
2 m

13.1 ft
4 m

19.6 ft
6 m

26.2 ft
8 m

-6.5 ft
-2 m

0

32.8 ft
10 m

39.37 ft
12 m

45.9 ft

52.4 ft

14 m

16 m

0 13.1 ft
4 m

19.6 ft
6 m

6.5 ft
2 m

4 Max. working height 15.70m

4 Max. platform height 13.70m

4 Overall width 1.25m

4 Overall length 2.84m

4 Stowed height (rails down) 2.05m

4 Platform capacity 250kg

4 Gross machine weight 3180kg

4 Stowed gradeability  25%

4 Tyres non-marking

 Dingli JCPT1612DC

Electric Scissor Lifts Electric
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Electric Scissor Lifts

9.8 ft
3 m

26.24 ft
6 m

29.5 ft
9 m

39.37 ft
12 m

-9.8 ft
-3 m

0

49.21 ft
15 m

59 ft
18 m

68.8 ft
21 m

0 26.24 ft
6 m

9.8 ft
3 m

4 Max. working height 20.0m

4 Max. platform height 18.0m

4 Overall width 1.20m

4 Overall length 4.12m

4 Stowed height (rails down) 2.85m

4 Deck extension (extra deck length) 1.49m

4 Platform capacity 500kg

4 Gross machine weight 7800kg

4 Stowed gradeability 25%

4 Tyres solid rubber

 Liftlux 180-12

Photograph for ref only

Genie GS4047

Electric

4 Max. working height 19.00m

4 Max. platform height 17.00m

4 Overall width 2.21m

4 Stowed length 4.53m

4 Stowed height (rails down) 2.50m

4 Deck extension (extra deck length) 1.17m

4 Platform capacity 500kg

4 Gross machine weight 9645kg

4 Stowed gradeability 20%

4 Tyres solid rubber

 Airo XL 19 E

6.5 ft
2 m

13.1 ft
4 m

19.6 ft
6 m

26.2 ft
8 m

-6.5 ft
-2 m

0

32.8 ft
10 m

39.37 ft
12 m

45.9 ft
14 m

52.49 ft

62.33 ft

65.61 ft

16 m

18 m

20 m

0 6.5 ft
2 m

19.6 ft
6 m

13.1 ft
4 m
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4 Max. working height 7.90m

4 Max. platform height 5.90m

4 Overall width 1.30m

4 Overall length 1.94m

4 Stowed height (rails down) 1.98m

4 Deck extension (extra deck length) 1.12m

4 Platform capacity 250kg

4 Gross machine weight 1990kg

4 Stowed gradeability 21%

4 Tyres Tracks

 Almac Bibi 850-BL

4 Max. working height 10.00m

4 Max. platform height 8.00m

4 Overall width 1.46m

4 Stowed length 2.18m

4 Stowed height (rails down) 1.75m

4 Deck extension (extra deck length) 1.12m

4 Platform capacity 300kg

4 Gross machine weight 2830kg

4 Stowed gradeability 25%

4 Tyres Tracks

 Almac Bibi 1090-BL

3.2 ft
1 m

6.5 ft
2 m

9.8 ft
3 m

13.1 ft
4 m

16.4 ft
5 m

19.6 ft
6 m

22.9 ft
7 m

26.2 ft
8 m

-3.2 ft
-1 m

0

29.5 ft
9 m

32.8 ft
10 m

0 6.5 ft
2 m

9.8 ft
3 m

13.1 ft
4 m

3.2 ft
1 m

NEW!

NEW!

Diesel Rough Terrain

3.2 ft
1 m

6.5 ft
2 m

9.8 ft
3 m

13.1 ft
4 m

16.4 ft
5 m

19.6 ft
6 m

22.9 ft
7 m

26.2 ft
8 m

-3.2 ft
-1 m

0

29.5 ft
9 m

32.8 ft
10 m

0 6.5 ft
2 m

9.8 ft
3 m

13.1 ft
4 m

3.2 ft
1 m

Mini scissor lifts with bi-levelling technology. 
For use on challenging terrain and slopes.
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Skyjack SJ9241 RT
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Diesel Scissor Lifts Diesel Rough Terrain

6.5 ft
2 m

13.1 ft
4 m

19.6 ft
6 m

26.2 ft
8 m

-6.5 ft
-2 m

0

32.8 ft
10 m

39.37 ft
12 m

0 13.1 ft
4 m

6.5 ft
2 m

4 Max. working height 10.28m

4 Max. platform height 8.28m

4 Overall width 1.78m

4 Overall length 3.17m

4 Stowed height (rails down) 2.44m

4 Deck extension (extra deck length) 1.20m

4 Platform capacity 565kg

4 Gross machine weight 3520kg

4 Stowed gradeability 40%

4 Tyres rough terrain

 Haulotte Compact 10 DX

4 Max. working height 9.92m

4 Max. platform height 7.92m

4 Overall width 1.76m

4 Overall length 3.35m

4 Stowed height (rails down) 1.61m

4 Deck extension (extra deck length) 1.52m

4 Platform capacity 567kg

4 Gross machine weight 3500kg

4 Stowed gradeability 50%

4 Tyres rough terrain

 Skyjack SJ6826 RT

3.2 ft
1 m

6.5 ft
2 m

9.8 ft
3 m

13.1 ft
4 m

16.4 ft
5 m

19.6 ft
6 m

22.9ft
7 m

26.2ft
8 m

29.5 ft
9 m

32.8 ft
10 m

0

0 13.1 ft
4 m

19.6 ft
6 m

6.5 ft
2 m

4 Max. working height 9.70m

4 Max. platform height 7.70m

4 Overall width 1.75m

4 Overall length (Stowed) 3.12m

4 Stowed height (rails down) 1.92m

4 Deck extension (extra deck length) 1.52m

4 Platform capacity 680kg

4 Gross machine weight 3376kg

4 Stowed gradeability 40%

4 Tyres non-marking

 Genie GS2669 RT

3.2 ft
1 m

6.5 ft
2 m

9.8 ft
3 m

13.1 ft
4 m

16.4 ft
5 m

19.6 ft
6 m

22.9ft
7 m

26.2ft
8 m

29.5 ft
9 m

32.8 ft
10 m

0

0 13.1 ft
4 m

19.6 ft
6 m

6.5 ft
2 m
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3.2 ft
1 m

6.5 ft
2 m

9.8 ft
3 m

13.1 ft
4 m

0

16.4 ft
5 m

19.6 ft
6 m

22.9ft
7 m

26.2ft
8 m

29.5 ft
9 m

32.8 ft
10 m

36 ft
11 m

39.37 ft
12 m

0 6.5 ft
2 m

13.1 ft
4 m

4 Max. working height 11.75m

4 Max. platform height 9.75m

4 Overall width* 1.73m

4 Overall length 2.67m

4 Stowed height (rails down) 1.83m

4 Deck extension (extra deck length) 1.52m

4 Platform capacity 454kg

4 Gross machine weight 3632kg

4 Stowed gradeability 35%

4 Tyres rough terrain

 Genie GS3268 RT

3.2 ft
1 m

6.5 ft
2 m

9.8 ft
3 m

13.1 ft
4 m

0

16.4 ft
5 m

19.6 ft
6 m

22.9ft
7 m

26.2ft
8 m

29.5 ft
9 m

32.8 ft
10 m

36 ft
11 m

39.37 ft
12 m

0 6.5 ft
2 m

13.1 ft
4 m

4 Max. working height 11.00m

4 Max. platform height 9.00m

4 Overall width* 2.13m

4 Overall length 4.30m

4 Stowed height 2.60m

4 Deck extension (extra deck length) 0.94m

4 Platform capacity 590kg

4 Gross machine weight 3400kg

4 Stowed gradeability 50%

4 Leveling 9o Front-Rear 13o Side-Side

4 Tyres rough terrain

 Snorkel SL30 Speed Level

4 Max. working height 11.75m

4 Max. platform height 9.75m

4 Overall width 1.76m

4 Overall length 3.35m

4 Stowed height (rails down) 1.75m

4 Deck extension (extra deck length) 1.52m

4 Platform capacity 454kg

4 Gross machine weight 3781kg

4 Stowed gradeability 40%

4 Tyres rough terrain

 Skyjack SJ6832 RT

3.2 ft
1 m

6.5 ft
2 m

9.8 ft
3 m

13.1 ft
4 m

16.4 ft
5 m

19.6 ft
6 m

22.9ft
7 m

26.2ft
8 m

29.5 ft
9 m

32.8 ft
10 m

0

36 ft
11 m

39.37 ft
12 m

-3.2 ft
-1 m 0 6.5 ft

2 m
19.6 ft

6 m
13.1 ft

4 m

NEW!
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Diesel Scissor Lifts Diesel Rough Terrain

4 Max. working height 14.12m

4 Max. platform height 12.12m

4 Overall width 1.75m

4 Overall length 3.12m

4 Stowed height (rails down) 2.74m

4 Deck extension (extra deck length) 1.52m

4 Platform capacity 363kg

4 Gross machine weight 4744kg

4 Stowed gradeability 35%

4 Tyres rough terrain

 Genie GS4069 RT

3.2 ft
1 m

6.5 ft
2 m

9.8 ft
3 m

13.1 ft
4 m

16.4 ft
5 m

19.6 ft
6 m

22.9ft
7 m

26.2ft
8 m

29.5 ft
9 m

32.8 ft
10 m

0

36 ft
11 m

39.37 ft
12 m

-3.2 ft
-1 m

42.65 ft
13 m

45.9 ft
14 m

49.2 ft
15 m

0 6.5 ft
2 m

19.6 ft
6 m

13.1 ft
4 m

4 Max. working height 12.06m

4 Max. platform height 10.06m

4 Overall width 1.78m

4 Overall length 3.17m

4 Stowed height (rails down) 2.56m

4 Deck extension (extra deck length) 1.20m

4 Platform capacity 450kg

4 Gross machine weight 4110kg

4 Stowed gradeability 40%

4 Tyres rough terrain

 Haulotte Compact 12 DX

6.5 ft
2 m

13.1 ft
4 m

19.6 ft
6 m

26.2 ft
8 m

-6.5 ft
-2 m

0

32.8 ft
10 m

39.37 ft
12 m

45.9 ft
14 m

0 13.1 ft
4 m

6.5 ft
2 m

4 Max. working height 11.75m

4 Max. platform height 9.75m

4 Overall width 1.75m

4 Overall length (stowed) 3.12m

4 Stowed height (rails down) 1.92m

4 Deck extension (extra deck length) 1.52m

4 Platform capacity 454kg

4 Gross machine weight 3557kg

4 Stowed gradeability 35%

4 Tyres foam filled non-marking

 Genie GS3369 RT

3.2 ft
1 m

6.5 ft
2 m

9.8 ft
3 m

13.1 ft
4 m

-6.5 ft
-2 m

0

16.4 ft
5 m

19.6 ft
6 m

22.9ft
7 m

26.2ft
8 m

29.5 ft
9 m

32.8 ft
10 m

36 ft
11 m

39.37 ft
12 m

0 6.5 ft
2 m

13.1 ft
4 m
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Photograph for reference only

6.5 ft
2 m

13.1 ft
4 m

-6.5 ft
-2 m

0

19.6 ft
6 m

26.2ft
8 m

32.8 ft
10 m

39.37 ft
12 m

45.9 ft
14 m

52.49 ft
16 m

59 ft
18 m

0 6.5 ft
2 m

13.1 ft
4 m

19.6 ft
6 m

26.2 ft
8 m

4 Max. working height 17.20m

4 Max. platform height 15.20m

4 Overall width 2.34m

4 Overall length 4.47m

4 Stowed height (rails down) 2.29m

4 Deck extension (front) 1.53m

4 Deck extension (rear) 1.53m

4 Platform capacity 681kg

4 Gross machine weight 7407kg

4 Stowed gradeability 30%

4 Tyres rough terrain

 Skyjack SJ9250 RT

6.5 ft
2 m

13.1 ft
4 m

-6.5 ft
-2 m

0

19.6 ft
6 m

26.2ft
8 m

32.8 ft
10 m

39.37 ft
12 m

45.9 ft
14 m

52.49 ft
16 m

0 6.5 ft
2 m

13.1 ft
4 m

19.6 ft
6 m

26.2 ft
8 m

4 Max. working height 14.50m

4 Max. platform height 12.50m

4 Overall width 2.34m

4 Overall length 4.47m

4 Stowed height (rails down) 1.98m

4 Deck extension (front) 1.52m

4 Deck extension (rear) 1.52m

4 Platform capacity 681kg

4 Gross machine weight 6715kg

4 Stowed gradeability 30%

4 Tyres rough terrain

 Skyjack SJ9241 RT

4 Max. working height 14.50m

4 Max. platform height 12.50m

4 Overall width 2.21m

4 Overall length 3.71m

4 Stowed height (rails down) 2.22m

4 Deck extension (front) 1.22m

4 Deck extension (rear) 1.22m

4 Platform capacity 681kg

4 Gross machine weight 6173kg

4 Stowed gradeability 30%

4 Tyres rough terrain

 Skyjack SJ8841 RT

6.5 ft
2 m

13.1 ft
4 m

-3.2 ft
-1 m

0

19.6 ft
6 m

26.2ft
8 m

32.8 ft
10 m

39.37 ft
12 m

3.2 ft
1 m

9.8 ft
3 m

16.4 ft
5 m

22.9 ft
7 m

29.5 ft
9 m

36 ft
11 m

0 3.2 ft
1 m

6.5 ft
2 m

9.8 ft
3 m

13.1 ft
4 m
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4 Max. working height 20.00m

4 Max. platform height 18m

4 Overall width 2.34m

4 Overall length 5.30m

4 Stowed height (rails down) 2.46m

4 Single deck extension 1.05m

4 Dual deck extension 2.31m

4 Platform capacity 540kg

4 Gross machine weight 9300kg

4 Stowed gradeability 40%

4 Tyres rough terrain

 MEC 6092RT

6.5 ft
2 m

13.1 ft
4 m

19.6 ft
6 m

26.2 ft
8 m

-6.5 ft
-2 m

0

32.8 ft
10 m

39.37 ft
12 m

45.9 ft
14 m

52.49 ft
16 m

59 ft
18 m

65.6 ft
20 m

72.17 ft
22 m

0 13.1 ft
4 m

19.6 ft
6 m

6.5 ft
2 m

22.6 ft
8 m

Diesel Scissor Lifts

4 Max. working height 17.95m

4 Max. platform height 15.95m

4 Overall width 2.29m

4 Stowed length 4.88m

4 Stowed height (rails down) 2.47m

4 Deck extension (front deck) 1.52m

4 Deck extension (rear deck) 1.22m

4 Platform capacity 680kg

4 Gross machine weight 7639kg

4 Stowed gradeability 40%

4 Tyres rough terrain

 Genie GS5390 RT

6.5 ft
2 m

13.1 ft
4 m

19.6 ft
6 m

26.2 ft
8 m

-6.5 ft
-2 m

0

32.8 ft
10 m

39.37 ft
12 m

45.9 ft
14 m

52.49 ft
16 m

59 ft
18 m

0 13.1 ft
4 m

19.6 ft
6 m

6.5 ft
2 m

4 Max. working height 19.20m

4 Max. platform height 17.20m

4 Overall width 2.40m

4 Overall length 4.78m

4 Stowed height (rails down) 2.71m

4 Deck extension (extra deck length) 2.85m

4 Platform capacity 750kg

4 Gross machine weight 10600kg

4 Stowed gradeability 35%

4 Tyres rough terrain

 Liftlux 172-24

9.8 ft
3 m

26.24 ft
6 m

29.5 ft
9 m

39.37 ft
12 m

-6.5 ft
-2 m

0

49.21 ft
15 m

59 ft
18 m

68.8 ft
21 m

0 9.8 ft
3 m

26.24 ft
6 m

Diesel Rough Terrain
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0845 457 0000
www.jms-training.co.uk | training@jms.co.uk

offers a comprehensive 
range of training 

courses to help you 
work safely at height

JMS Powered Access

The IPAF training categories, with abbreviations are:

Vertical personnel 
platforms  

(static) 

Self-propelled booms 
(outriggers), trailers/

push-arounds,  
vehicle-mounted 

platforms 

Scissor lifts, vertical 
personnel platforms  

(mobile) 

Push around  
verticals 

Self-propelled 
 booms 

Static Vertical 
(1a, 1a+)

Static Boom 
(1b, 1b+) 

Mobile Vertical 
(3a, 3a+) 

Mobile Boom 
(3b, 3b+) 

Push Around 
Vertical (PAV)
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Holland Lift 

Liftlux

Diesel Rough Terrain

4 Max. working height 21.50m

4 Max. platform height 19.50m

4 Overall width 2.44m

4 Overall length 4.84m

4 Stowed height (rails down) 2.88m

4 Deck extension (extra deck length) 2.50m

4 Platform capacity 750kg

4 Gross machine weight 11990kg

4 Stowed gradeability 30%

4 Tyres rough terrain

 Holland Lift B195-DL25

4 Max. working height 22.5m

4 Max. platform height 20.5m

4 Overall width 2.55m

4 Overall length 5.70m

4 Stowed height (rails down) 3.0m

4 Deck extension (extra deck length) 1.90m

4 Platform capacity 1000kg

4 Gross machine weight 14800kg

4 Stowed gradeability 25%

4 Tyres rough terrain

 Liftlux 205-025

4 Max. working height 21.50m

4 Max. platform height 19.50m

4 Overall width 2.44m

4 Overall length 4.84m

4 Stowed height (rails down) 2.88m

4 Deck extension (extra deck length) 2.50m

4 Platform capacity 750kg

4 Gross machine weight 11990kg

4 Stowed gradeability 30%

4 Tyres rough terrain

 Holland Lift B210-DL25

4 Max. working height 23.00m

4 Max. platform height 21.00m

4 Overall width 2.50m

4 Overall length 5.74m

4 Stowed height (rails down) 3.20m

4 Deck extension (extra deck length) 2.20m

4 Platform capacity 1000kg

4 Gross machine weight 15000kg

4 Stowed gradeability 25%

4 Tyres rough terrain

 Liftlux 210-025

4 Max. working height 22.30m

4 Max. platform height 20.30m

4 Overall width 2.40m

4 Overall length 4.80m

4 Stowed height (rails down) 2.96m

4 Deck extension (extra deck length) 2.85m

4 Platform capacity 750kg

4 Gross machine weight 11400kg

4 Stowed gradeability 25%

4 Tyres rough terrain

 Liftlux 203-024
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Diesel Rough Terrain

4 Max. working height 26.50m

4 Max. platform height 24.50m

4 Overall width 2.50m

4 Overall length 5.74m

4 Stowed height (rails down) 3.16m

4 Deck extension (extra deck length) 2.20m

4 Platform capacity 750kg

4 Gross machine weight 16300kg

4 Stowed gradeability 25%

4 Tyres rough terrain

 Liftlux 245-025

4 Max. working height 27.20m

4 Max. platform height 25.20m

4 Overall width 2.50m

4 Overall length 6.57m

4 Stowed height (rails down) 3.13m

4 Deck extension (extra deck length) 2.10m

4 Platform capacity 1000kg

4 Gross machine weight 24980kg

4 Stowed gradeability 25%

4 Tyres rough terrain

 Holland Lift HL275-E25 (Hybrid)

4 Max. working height 27.0m

4 Max. platform height 25.0m

4 Overall width 2.65m

4 Overall length 6.57m

4 Stowed height 3.13m

4 Deck extension (extra deck length) 2.10m

4 Platform capacity 1000kg

4 Gross machine weight 21910kg

4 Stowed gradeability 30%

4 Tyres rough terrain

 Holland Lift M250-DL27

4 Max. working height 28.0m

4 Max. platform height 26.0m

4 Overall width 2.50m

4 Overall length 6.88m

4 Stowed height (rails down) 3.20m

4 Deck extension (extra deck length) 3.10m

4 Platform capacity 1000kg

4 Gross machine weight 24700kg

4Stowed gradeability 25%

4 Tyres rough terrain

 Liftlux 260-025

4 Max. working height 33.70m

4 Max. platform height 31.70m

4 Overall width 2.98m

4 Overall length 7.02m

4 Stowed height (rails down) 2.87m

4 Deck extension (extra deck length) 3.0m

4 Platform capacity 1000kg

4 Gross machine weight 31200kg

4 Stowed gradeability 35%

4 Tyres rough terrain

 Holland Lift Megastar G320

4 Max. working height 34.0m

4 Max. platform height 32.0m

4 Overall width 3.0m

4 Overall length 8.40m

4 Stowed height (rails down) 3.50m

4 Deck extension (extra deck length) 3.15m

4 Platform capacity 1400kg

4 Gross machine weight 39800kg

4 Stowed gradeability 20%

4 Tyres rough terrain

 Liftlux 320-30

Call: 0845 457 0000 E-mail: hire@jms.co.uk36

Diesel Scissor Lifts



Before you place your order for powered 
access you will need to consider the 
following check list of criteria to help 
ensure you get the right machine.

Working height
Working heights are calculated using the maximum platform 
height plus two metres.

Outreach
Maximum outreach is measured from the centre of the slew 
ring. An important consideration when clearing obstacles.

Platform capacity
Always consider the safe working load of the machine you 
are hiring. Calculate the weight of the operatives, plus any 
tools and materials.

Ground conditions
Take time to check the ground conditions. Operating 
machines on gradients, rough or wet terrain will affect your 
choice of equipment. Please discuss the particulars of the 
ground conditions with us before you hire.

Who's operating?
Ask about our range of IPAF training courses or enquire 
about a fully trained JMS operator.

Working indoors or outdoors?
Electric powered machines are recommended for indoor 
use. Remember to measure the access to any buildings 
whilst considering any other restrictions. Please discuss 
with us any requirements you may have for non-marking 
tyres or wheel covers. 

Every powered access machine used outdoors should have 
a wind rating. Again, it's important to consider ground 
conditions and outreach.
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Conversion Table

Metres Feet

1m » 3ft 3 3/8
 in

2m » 6ft 6 47/64
 in

3m » 9ft 10 7/64
 in

4m » 13ft 1 31/64
 in

5m » 16ft 4 27/32
 in

6m » 19ft 8 7/32
 in

7m » 22ft 11 19/32
 in

8m » 26ft 2 61/64
 in

9m » 29ft 6 21/64
 in

10m » 32ft 9 45/64
 in

11m » 36ft 1 5/64 in

12m » 39ft 4 7/16 in

13m » 42ft 7 13/16 in

14m » 45ft 11 3/16 in

15m » 49ft 2 35/64 in

16m » 52ft 5 59/64 in

17m » 55ft 9 19/64 in

18m » 59ft 0 21/32
 in

19m » 62ft 4 1/32
 in

20m » 65ft 7 13/32
 in

Metres Feet

21m » 68ft 10 49/64
 in

22m » 72ft 2 9/64
 in

23m » 75ft 5 33/64
 in

24m » 78ft 8 7/8
 in

25m » 82ft 0 1/4
 in

26m » 85ft 3 5/8
 in

27m » 88ft 6 63/64
 in

28m » 91ft 10 23/64
 in

29m » 95ft 1 47/64
 in

30m » 98ft 5 7/64
 in

31m » 101ft 8 15/32
 in

32m » 104ft 11 27/32
 in

33m » 108ft 3 7/32
 in

34m » 111ft 6 37/64
 in

35m » 114ft 9 61/64
 in

36m » 118ft 1 21/64
 in

37m » 121ft 4 11/16
 in

38m » 124ft 8 1/16
 in

39m » 127ft 11 7/16
 in

40m » 131ft 2 51/64
 in

Metres Feet

41m » 134ft 6 11/64
 in

42m » 137ft 9 35/64
 in

43m » 141ft 0 29/32
 in

44m » 144ft 4 9/32
 in

45m » 147ft 7 21/32
 in

46m » 150ft 11 1/32
 in

47m » 154ft 2 25/64
 in

48m » 157ft 5 49/64
 in

49m » 160ft 9 9/64
 in

50m » 164ft 0 1/2
 in

51m » 167ft 3 7/8
 in

52m » 170ft 7 1/4
 in

53m » 173ft 10 39/64
 in

54m » 177ft 1 63/64
 in

55m » 180ft 5 23/64
 in

56m » 183ft 8 23/32
 in

57m » 187ft 03/32
 in

58m » 190ft 3 15/32
 in

59m » 193ft 6 53/64
 in

60m » 196ft 10 13/64
 in

Site survey / recce
Remember, we offer a full site survey / recce service. This 
can be arranged before you order to ensure we supply the 
most suitable machine for your requirements.

Wind speed (prior to use)
Before operating the machine, check wind speeds with use 
of a calibrated anemometer. Always refer to the machine 
operator's manual to confirm maximum safe wind speeds.

Always read the operator's manual before use.

Metres to Feet Conversion Table
All of the measurements in the specifications are metric. Please use this table below to 
convert to imperial.
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Genie Z45XC

JLG 1500AJP Discover the world's tallest articulating boom 
lift and learn more about its superior reach 

and industry-leading lift speeds

Find out more on page 49

Up to 454kg 
Platform Capacity

Find out more on page 42
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 -5 ft 0 ft 5 ft 10 ft 15 ft 20 ft 25 ft
-1.52 m 0 m 1.52 m 3.05 m 4.57 m 6.10 m 7.62 m

40 ft
12.19 m

35 ft
10.67 m

30 ft
9.14 m

25 ft
7.62 m

20 ft
6.10 m

15 ft
4.57 m

10 ft
3.05 m

5 ft
1.52 m

0 ft
0 m

4 Max. working height 11.14m

4 Max. platform height 9.14m

4 Max. outreach 6.53m

4 Overall width 1.19m

4 Stowed length 5.11m

4 Stowed height 2.0m

4 Platform capacity 227kg

4 Gross machine weight 6427kg

4 Stowed gradeability 35%

4 Tyres non-marking solid

 Genie Z30/20N

4 Max. working height 10.89m

4 Max. platform height 8.89m

4 Max. outreach 6.25m

4 Overall width 1.17m

4 Stowed length 5.31m

4 Stowed height 2.05m

4 Platform capacity 227kg

4 Gross machine weight 6450kg

4 Stowed gradeability 35%

4 Tyres non-marking solid

Genie Z30/20 NRJ

 

40 ft
12.19 m

35 ft
10.67 m

30 ft
9.14 m

25 ft
7.62 m

20 ft
6.10 m

15 ft
4.57 m

10 ft
3.05 m

5 ft
1.52 m

0 ft
-5 ft

-1.52 m
5 ft

-1.52 m
10 ft
3.05 m

15 ft
4.57 m

20 ft
6.10 m

25 ft
7.62 m

0 ft

Diesel Rough TerrainElectric

4 Max. working height 11.00m

4 Max. platform height 9.00m

4 Max. outreach 6.25m

4 Overall width 1.19m

4 Stowed length 5.44m

4 Stowed height 2.01m

4 Platform capacity 227kg

4 Gross machine weight 5750kg

4 Stowed gradeability 35%

4 Tyres non-marking solid

 Skyjack SJ30 ARJE

 

40 ft
12.19 m

35 ft
10.67 m

30 ft
9.14 m

25 ft
7.62 m

20 ft
6.10 m

15 ft
4.57 m

10 ft
3.05 m

5 ft
1.52 m

0 ft
-5 ft

-1.52 m
5 ft

-1.52 m
10 ft
3.05 m

15 ft
4.57 m

20 ft
6.10 m

25 ft
7.62 m

0 ft
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 -5 ft 
-1.52 m

0 ft
0 m

5 ft
1.52 m

10 ft
3.05 m

15 ft
4.57 m

20 ft
6.10 m

25 ft
7.62 m

30 ft
9.14 m

35 ft
10.67 m

55 ft 
16.76 m 

50 ft 
15.24 m 

45 ft 
13.72 m 

40 ft 
12.19 m 

35 ft 
10.67 m 

30 ft 
9.14 m 

25 ft 
7.62 m 

20 ft 
6.10 m 

15 ft 
4.57 m 

10 ft 
3.05 m 

5 ft 
1.52 m 

0 ft 
0 m 

HR15

4 Max. working height 15.50m

4 Max. platform height 13.50m

4 Max. outreach 9.70m

4 Overall width 1.50m

4 Stowed length 6.40m

4 Stowed height 1.99m

4 Platform capacity 225kg

4 Gross machine weight 7250kg

4 Stowed gradeability 25%

4 Tyres solid or non-marking

 Niftylift HR15N (Hybrid)

Also available: HR15 4x4

42.6 ft 
13 m 

39.3 ft 
12 m 

36 ft 
11 m 

32.8 ft 
10 m 

29.5 ft 
9 m 

26.2 ft 
8 m 

22.9 ft 
7 m 

19.6 ft 
6 m 

16.4 ft 
5 m 

13.1 ft 
4m 

9.8 ft 
3 m 

6.5 ft 
2 m 

3.2 ft 
1 m 

0 ft 
0 m 

0 ft 
0 m 

3.2 ft 
1 m 

6.5 ft 
2 m 

9.8 ft 
3 m 

13.1 ft 
4 m 

16.4 ft 
5 m 

19.6 ft 
6 m 

22.9 ft 
7 m 

4 Max. working height 12.20m

4 Max. platform height 10.20m

4 Max. outreach 6.10m

4 Overall width 1.50m

4 Stowed length 4.10m

4 Stowed height 1.90m

4 Platform capacity 200kg

4 Gross machine weight 3453kg

4 Stowed gradeability 25%

4 Tyres non-marking solid

 Niftylift HR12N (Hybrid)

Also available: HR12 4x4

 -5 ft 0 ft 5 ft 10 ft 15 ft 20 ft 25 ft
-1.52 m 0 m 1.52 m 3.05 m 4.57 m 6.10 m 7.62 m

40 ft
12.19 m

35 ft
10.67 m

30 ft
9.14 m

25 ft
7.62 m

20 ft
6.10 m

15 ft
4.57 m

10 ft
3.05 m

5 ft
1.52 m

0 ft
0 m

4 Max. working height 12.0m

4 Max. platform height 10.0m

4 Max. outreach 5.57m

4 Overall width 1.50m

4 Stowed length 4.17m

4 Stowed height 1.98m

4 Platform capacity 200kg

4 Gross machine weight 3665kg

4 Stowed gradeability 30%

4 Tyres non-marking solid

 Genie Z33/18

DieselElectric
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Diesel Rough Terrain

55 ft 
16.76 m 

50 ft 
15.24 m 

45 ft 
13.72 m 

40 ft 
12.19 m 

35 ft
10.67 m

30 ft
9.14 m

25 ft
7.62 m

20 ft
6.10 m

15 ft
4.57 m

10 ft
3.05 m

5 ft
1.52 m

0

-5 ft
-1.52 m

0 5 ft
1.52 m

10 ft
3.05 m

15 ft
4.57 m

20 ft
6.10 m

25 ft
7.62 m

30 ft
9.14 m

Less than
454 kg

Less than
300 kg

4 Max. working height 15.86m

4 Max. platform height 13.86m

4 Max. outreach 7.55m

4 Overall width 2.29m

4 Stowed length 6.66m

4 Stowed height 2.25m

4 Platform capacity (restricted) 454kg

4 Gross machine weight 6870kg

4 Stowed gradeability 45%

4 Tyres solid or non-marking

 Genie Z45XC

Also available: Genie Z45/25 (Bi-energy)

1.52 m
5 ft

0

3.05 m
10 ft

4.57 m
15 ft

6.10 m
20 ft

7.62 m
25 ft

9.14 m
30 ft

10.67 m
35 ft

12.19 m
40 ft

13.72 m
45 ft

15.24 m
50 ft

16.76 m
55 ft

7.62 m
25 ft

9.10 m
30 ft

6.10 m
20 ft0

1.52 m
5 ft

3.05 m
10 ft

4.57 m
15 ft

4 Max. working height 15.77m

4 Max. platform height 13.77m

4 Max. outreach 7.30m

4 Overall width 2.35m

4 Stowed length 6.58m

4 Stowed height 2.27m

4 Platform capacity 250kg

4 Gross machine weight 6495kg

4 Stowed gradeability (4WD) 45%

4 Tyres rough terrain

 JLG 450AJ

Electric

55 ft 
16.76 m 

50 ft 
15.24 m 

45 ft 
13.72 m 

40 ft 
12.19 m 

35 ft
10.67 m

30 ft
9.14 m

25 ft
7.62 m

20 ft
6.10 m

15 ft
4.57 m

10 ft
3.05 m

5 ft
1.52 m

0

-5 ft
-1.52 m

0 5 ft
1.52 m

10 ft
3.05 m

15 ft
4.57 m

20 ft
6.10 m

25 ft
7.62 m

30 ft
9.14 m

4 Max. working height 15.94m

4 Max. platform height 13.94m

4 Max. outreach 7.65m

4 Overall width 1.79m

4 Stowed length 6.83m

4 Stowed height 2.0m

4 Platform capacity 227kg

4 Gross machine weight 7620kg

4 Stowed gradeability 30%

4 Tyres solid or non-marking

 Genie Z45/25J (Bi-energy)

NEW!

Up to 454kg Platform Capacity
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4 Max. working height 16.0m

4 Max. platform height 14.0m

4 Max. outreach 8.30m

4 Overall width 2.30m

4 Stowed length 6.53m

4 Stowed height 2.37m

4 Platform capacity 230kg

4 Gross machine weight 6160kg

4 Stowed gradeability 40%

4 Tyres rough terrain

 Manitou 160ATJ

0 ft
0 m

6.56 ft
2 m

13.12 ft
4 m

19.68 ft
6 m

26.24 ft
8 m

32.8 ft
10 m

-6.56 ft
-2 m

0 ft
0 m

6.56 ft
2 m

13.12 ft
4 m

19.68 ft
6 m

26.24 ft
8 m

32.8 ft
10 m

39.37 ft
12 m

45.9 ft
14 m

52.49 ft
16 m

59 ft
18 m

-6ft 6
-2 m

0ft 6.6ft
2 m

13ft 10
4 m

19ft 8
6 m

26ft 2
8 m

3ft 3
1 m

0

6ft 6
2 m

9ft 10
3 m

13ft 10
4 m

16ft 4
5 m

19ft 8
6 m

22ft 11
7 m

26ft 2
8 m

29ft 6
9 m

32ft 9
10 m

36ft 1
11 m

39ft 4
12 m

42ft 7
13 m

45ft 11
14 m

49ft 2
15 m

52ft 5
16 m

55ft 9
17 m

4 Max. working height 16.0m

4 Max. platform height 14.0m

4 Max. outreach 8.30m

4 Overall width 2.30m

4 Stowed length 6.75m

4 Stowed height 2.30m

4 Platform capacity 230kg

4 Gross machine weight 6650kg

4 Stowed gradeability 40%

4 Tyres rough terrain

 Haulotte 16RTJ Pro

 -5 ft 0 ft 5 ft 10 ft 15 ft 20 ft 25 ft 30 ft
 -1.52 m 0 m 1.52 m 3.05 m 4.57 m 6.10 m 7.62 m 9.14 m

55 ft
16.76 m

50 ft
15.24 m

45 ft
13.72 m

40 ft
12.19 m

35 ft
10.67 m

30 ft
9.14 m

25 ft
7.62 m

20 ft
6.10 m

15 ft
4.57 m

10 ft
3.05 m

5 ft
1.52 m

0 ft
0 m

-5 ft
- 1.52 m

4 Max. working height 16.0m

4 Max. platform height 14.0m

4 Max. outreach 7.52m

4 Overall width 2.29m

4 Stowed length 6.65m

4 Stowed height 2.13m

4 Platform capacity 227kg

4 Gross machine weight 6460kg

4 Stowed gradeability 45%

4 Tyres rough terrain

 Genie Z45/25JRT

Diesel Rough Terrain
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59 ft 
18 m 

55.7 ft 
17 m 

52.4 ft 
16 m 

49.2 ft 
15 m 

45.9 ft 
14 m 

42.6 ft 
13 m 

39.3 ft 
12 m 

36 ft 
11 m 

32.8 ft 
10 m 

29.5 ft 
9 m 

26.2 ft 
8 m 

22.9 ft 
7 m 

19.6 ft 
6 m 

16.4 ft 
5 m 

13.1 ft 
4m 

9.8 ft 
3 m 

6.5 ft 
2 m 

3.2 ft 
1 m 

0 ft 
0 m 

0 ft 
0 m 

3.2 ft 
1 m 

6.5 ft 
2 m 

9.8 ft 
3 m 

13.1 ft 
4 m 

16.4 ft 
5 m 

19.6 ft 
6 m 

22.9 ft 
7 m 

26.2 ft 
8 m 

29.5 ft 
9 m 

32.8 ft 
10 m 

4 Max. working height 17.0m

4 Max. platform height 15.0m

4 Max. outreach 9.70m

4 Overall width 1.50m

4 Stowed length 6.40m

4 Stowed height 1.99m

4 Platform capacity 225kg

4 Gross machine weight 7650kg

4 Stowed gradeability 25%

4 Tyres solid or non-marking

 Niftylift HR17N (Hybrid)

4 Max. working height 17.20m

4 Max. platform height 15.20m

4 Max. outreach 9.40m

4 Overall width 2.00m

4 Stowed length 6.35m

4 Stowed height 2.10m

4 Platform capacity 225kg

4 Gross machine weight 5000kg

4 Stowed gradeability 45%

4 Tyres solid or non-marking

 Niftylift HR17 4x4 (Hybrid)59 ft 
18 m 

55.7 ft 
17 m 

52.4 ft 
16 m 

49.2 ft 
15 m 

45.9 ft 
14 m 

42.6 ft 
13 m 

39.3 ft 
12 m 

36 ft 
11 m 

32.8 ft 
10 m 

29.5 ft 
9 m 

26.2 ft 
8 m 

22.9 ft 
7 m 

19.6 ft 
6 m 

16.4 ft 
5 m 

13.1 ft 
4m 

9.8 ft 
3 m 

6.5 ft 
2 m 

3.2 ft 
1 m 

0 ft 
0 m 

0 ft 
0 m 

3.2 ft 
1 m 

6.5 ft 
2 m 

9.8 ft 
3 m 

13.1 ft 
4 m 

16.4 ft 
5 m 

19.6 ft 
6 m 

22.9 ft 
7 m 

26.2 ft 
8 m 

29.5 ft 
9 m 

32.8 ft 
10 m 

Diesel Rough TerrainElectric

1.52 m
5 ft

-1.52 m
-5 ft

0

3.05 m
10 ft

-3.05 m
-10 ft

4.57 m
15 ft

6.10 m
20 ft

7.62 m
25 ft

9.14 m
30 ft

10.67 m
35 ft

12.19 m
40 ft

13.72 m
45 ft

15.24 m
50 ft

16.76 m
55 ft

7.62 m
25 ft

9.10 m
30 ft

6.10 m
20 ft0

1.52 m
5 ft

-1.52 m
-5 ft

3.05 m
10 ft

4.57 m
15 ft

4 Max. working height 16.10m

4 Max. platform height 14.10m

4 Max. outreach 7.54m

4 Overall width 2.29m

4 Stowed length 6.50m

4 Stowed height 2.07m

4 Platform capacity 227kg

4 Gross machine weight 6500kg

4 Stowed gradeability 45%

4 Tyres rough terrain

 Skyjack SJ46AJ
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4 Max. working height 20.16m

4 Max. platform height 18.16m

4 Max. outreach 11.15m

4 Overall width 2.44m

4 Stowed length 8.15m

4 Stowed height 2.54m

4 Platform capacity 227kg

4 Gross machine weight 7756kg

4 Stowed gradeability (4WD) 45%

4 Tyres rough terrain

 Genie Z60/37 FE (Hybrid)

-10 ft 0 ft 10 ft 20 ft 30 ft 40 ft
-3.05 m 0 m 3.05 m 6.1 m 9.14 m 12.19 m

70 ft
21.34 m

60 ft
18.29 m

50 ft
15.24 m

40 ft
12.19 m

30 ft
9.14 m

20 ft
6.1 m

10 ft
3.05 m

-10 ft
-3.05 m

0 ft
0 m

 JLG M600J (Hybrid)

4 Max. working height 20.36m

4 Max. platform height 18.36m

4 Max. outreach 13.84m

4 Overall width 2.42m

4 Stowed length                          9.37m

4 Stowed height 2.54m

4 Platform capacity 230kg

4 Gross machine weight 7815kg

4 Stowed gradeability (4WD) 45%

4 Tyres rough terrain

0 m 2 m 4 m-2 m 6 m 8 m 10 m 12 m
0 m 6.56 ft 13.12 ft-6.56 ft 19.68 ft 26.24 ft 32.8ft 39.37 ft

0 ft

6.56 ft

13.12 ft

19.68 ft

26.24 ft

32.8ft

39.37 ft

45.9 ft

52.49 ft

59 ft

65.6 ft

0 m

2 m

4 m

6 m

8 m

10 m

12 m

14 m

16 m

18 m

20 m

4 Max. working height 20.0m

4 Max. platform height 18.0m

4 Max. outreach 12.0m

4 Overall width 2.40m

4 Stowed length 8.50m

4 Stowed height 2.70m

4 Platform capacity 230kg

4 Gross machine weight 10000kg

4 Stowed gradeability 40%

4 Tyres rough terrain

 Manitou 200 ATJ

Diesel Rough TerrainElectric
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Diesel Rough Terrain

4 Max. working height 20.46m

4 Max. platform height 18.46m

4 Max. outreach 12.75m

4 Overall width 2.49m

4 Stowed length 8.82m

4 Stowed height 2.57m

4 Platform capacity 227kg

4 Gross machine weight 10660kg

4 Stowed gradeability (4WD) 45%

4 Tyres rough terrain

 JLG 600AJ

0 ft
0 m

10 ft
3.05 m

20 ft
6.10 m

30 ft
9.14 m

40 ft
12.2 m

50 ft
15.24 m

60 ft
18.29 m

70 ft 
21.34 m 

60 ft 
18.29 m 

50 ft 
15.24 m 

40 ft 
12.19 m 

30 ft 
9.14m 

20 ft 
6.1 m 

10 ft 
3.05 m 

-10 ft 
3.05 m 

0 ft 
0 m 

4 Max. working height 20.60m

4 Max. platform height 18.60m

4 Max. outreach 12.20m

4 Overall width 2.42m

4 Stowed length 8.80m

4 Stowed height 2.51m

4 Platform capacity 230kg

4 Gross machine weight 9600kg

4 Stowed gradeability (4WD) 45%

4 Tyres rough terrain

 Haulotte HA20PRO 

13.1 ft
4 m

6.5 ft
2 m

0 ft

19.6 ft
6 m

26.2 ft
8 m

32.8 ft
10 m

39.37 ft
12 m

45.9 ft
14 m

52.49 ft
16 m

59 ft
18 m

65.6 ft
20 m

72.17 ft
22 m

0 ft 6.5 ft
2 m

13.1 ft
4 m

19.6 ft
6 m

26.2 ft
8 m

32.8 ft
10 m

39.37 ft
12 m

 
 
 -5 ft 
-1.52 m

0 ft
0 m

5 ft
1.52 m

10 ft
3.05 m

15 ft
4.57 m

20 ft
6.10 m

25 ft
7.62 m

30 ft
9.14 m

35 ft
10.67 m

65 ft 
19.81 m 

60 ft 
18.28 m 

55 ft 
16.76 m 

50 ft 
15.24 m 

45 ft 
13.72 m 

40 ft 
12.19 m 

35 ft 
10.67 m 

30 ft 
9.14 m 

25 ft 
7.62 m 

20 ft 
6.10 m 

15 ft 
4.57 m 

10 ft 
3.05 m 

5 ft 
1.52 m 

0 ft 
0 m 

4 Max. working height 20.39m

4 Max. platform height 18.39m

4 Max. outreach 11.05m

4 Overall width 2.46m

4 Stowed length 8.15m

4 Stowed height 2.69m

4 Platform capacity 227kg
4 Gross machine weight 11231kg
 (Foam filled tyres)

4 Stowed gradeability (4WD) 40%

4 Tyres rough terrain

 Genie Z60/34
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Diesel Rough Terrain

 0 ft

-10 ft
-3.05 m

-1.52 m
-5 ft

3.05 m
10 ft

5 ft
1.52 m

4.57 m
15 ft

20 ft
6.10 m

7.62 m
25 ft

30 ft
9.14 m

10.67 m
35 ft

40 ft
12.19 m

13.72 m
45 ft

50 ft
15.24 m

16.76 m
55 ft

60 ft
18.29 m

19.81 m
65 ft

70 ft
21.34 m

 40 ft
12.12 m

 20 ft
6.10 m

30 ft
9.14 m

 10 ft
3.05 m

 0 ft-10 ft
-3.05m

50 ft
15.24 m

4 Max. working height 21.38m

4 Max. platform height 19.38m

4 Max. outreach 12.19m

4 Overall width 2.44m

4 Stowed length 9.14m

4 Stowed height 2.54m

4 Platform capacity 227kg

4 Gross machine weight 10200kg

4 Stowed gradeability 45%

4 Tyres rough terrain

 Skyjack SJ63AJ

-10 ft 0 ft 10 ft 20 ft 30 ft 40 ft 50 ft 60 ft
-3.05 m 0 m 3.05 m 6.1 m 9.14 m 12.19 m 15.24 m 18.29 m

90 ft
27.43 m

80 ft
24.38 m

70 ft
21.34 m

60 ft
18.29 m

50 ft
15.24 m

40 ft
12.19 m

30 ft
9.14 m

20 ft
6.1 m

10 ft
3.05 m

0 ft
0 m

-10 ft
-3.05 m

-20 ft
-6.1 m

4 Max. working height 25.77m

4 Max. platform height 23.77m

4 Max. outreach 18.29m

4 Overall width 2.49m

4 Stowed length 11.27m

4 Stowed height 3.0m

4 Platform capacity 227kg

4 Gross machine weight 17010kg

4 Stowed gradeability (4WD) 45%

4 Tyres rough terrain

 Genie Z80/60

13.1 ft
4 m

6.5 ft
2 m

0 ft

19.6 ft
6 m

26.2 ft
8 m

32.8 ft
10 m

39.37 ft
12 m

45.9 ft
14 m

52.49 ft
16 m

59 ft
18 m

65.6 ft
20 m

72.17 ft
22 m

0 ft 6.5 ft
2 m

13.1 ft
4 m

19.6 ft
6 m

26.2 ft
8 m

32.8 ft
10 m

39.37 ft
12 m

4 Max. working height 20.80m

4 Max. platform height 18.80m

4 Max. outreach 12.8m

4 Overall width 2.27m

4 Stowed length 6.70m

4 Stowed height 2.15m

4 Platform capacity 250kg

4 Gross machine weight 6640kg

4 Stowed gradeability (4WD) 40%

4 Tyres rough terrain

 Niftylift HR21 (Hybrid)

Also available: HR21 4x4
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6.5 ft
2 m

13.1 ft
4 m

19.6 ft
6 m

26.2 ft
8 m

32.8 ft
10 m

39.37 ft
12 m

45.9 ft
14 m

52.49 ft
16 m

59 ft
18 m

65.6 ft
20 m

13.1 ft
4 m

6.5 ft
2 m

0 ft

19.6 ft
6 m

26.2 ft
8 m

32.8 ft
10 m

39.37 ft
12 m

45.9 ft
14 m

52.49 ft
16 m

59 ft
18 m

65.6 ft
20 m

72.17 ft
22 m

78.74 ft
24 m

85.30 ft
26 m

98.42 ft
28 m

4 Max. working height 28.0m

4 Max. platform height 26.0m

4 Max. outreach 19.0m

4 Overall width 2.49m

4 Stowed length 9.28m

4 Stowed height 2.70m

4 Platform capacity 280kg

4 Gross machine weight 14650kg

4 Stowed gradeability 40%

4 Tyres rough terrain

 Niftylift HR28 (Hybrid)

4 Max. working height 31.80m

4 Max. platform height 29.80m

4 Max. outreach 21.60m

4 Overall width 2.53m

4 Stowed length 11.70m

4 Stowed height 2.80m

4 Platform capacity 250kg

4 Gross machine weight 20100kg

4 Stowed gradeability 45%

4 Tyres rough terrain

 Haulotte HA32 RTJ Pro
32.8 ft 

10 m 

29.5 ft 
9 m 

26.2 ft 
8 m 

22.9 ft 
7 m 

19.6 ft 
6 m 

16.4 ft 
5 m 

13.1 ft 
4m 

9.8 ft 
3 m 

6.5 ft 
2 m 

3.2 ft 
1 m 

-3.2 ft 
-1 m 

0 ft 
0 m 

0 ft 
0 m 

3.2 ft 
1 m 

6.5 ft 
2 m 

9.8 ft 
3 m 

13.1 ft 
4 m 

16.4 ft 
5 m 

19.6 ft 
6 m 

22.9 ft 
7 m 

26.2 ft 
8 m 

4 Max. working height 26.38m

4 Max. platform height 24.46m

4 Max. outreach 15.74m

4 Overall width 2.49m

4 Stowed length 11.12m

4 Stowed height 3.0m

4 Platform capacity 230kg

4 Gross machine weight 15600kg

4 Stowed gradeability (4WD) 45%

4 Tyres rough terrain

 JLG 800 AJ

 
0 ft
0 m

10 ft
3.05 m

20 ft
6.10 m

30 ft
9.14 m

40 ft
12.2 m

50 ft
15.24 m

60 ft
18.29 m

90 ft 
27.38 m 

80 ft 
24.38 m 

70 ft 
21.34 m 

60 ft 
18.29 m 

50 ft 
15.24 m 

40 ft 
12.19 m 

30 ft 
9.14m 

20 ft 
6.1 m 

10 ft 
3.05 m 

-10 ft 
3.05 m 

-20 ft 
6.1 m 

0 ft 
0 m 
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 -30 ft -20 ft -10 ft 0 ft 10 ft 20 ft 30 ft 40 ft 50 ft 60 ft 70 ft
-9.14 m -6.1 m -3.05 m 0 m 3.05 m 6.1 m 9.14 m 12.19 m 15.24 m 18.29 m 21.34 m

140 ft
42.67 m

130 ft
39.62 m

120 ft
36.58 m

110 ft
33.53 m

100 ft
30.48 m

90 ft
27.43 m

80 ft
24.38 m

70 ft
21.34 m

60 ft
18.29 m

50 ft
15.24 m

40 ft
12.19 m

30 ft
9.14 m

20 ft
6.1 m

10 ft
3.05 m

0 ft
0 m

-10 ft
-3.05 m

-20 ft
-6.1 m

4 Max. working height 43.15m

4 Max. platform height 41.15m

4 Max. outreach (unrestricted) 21.26m

4 Overall width (axels retracted) 2.49m

4 Stowed length 12.93m

4 Stowed height 3.09m

4 Platform capacity 272kg

4 Gross machine weight 21092kg

4 Stowed gradeability 45%

4 Tyres foam filled - rough terrain

 Genie ZX135/70

4 Max. working height 48.15m

4 Max. platform height 46.15m

4 Max. outreach 23.55m

4 Overall width (axels retracted)                      2.50m

4 Stowed length 12.10m

4 Stowed height 3.10m

4 Platform capacity (restricted) 450kg

4 Gross machine weight 26027kg

4 Stowed gradeability 40%

4 Tyres rough terrain

 JLG 1500 AJP

0 ft 
0 m 

0 ft 
0 m 

20 ft 
6.1 m 

20 ft 
6.1 m 

-20 ft 
-6.1 m 

40 ft 
12.19 m 

40 ft 
12.19 m 

60 ft 
18.29 m 

60 ft 
18.29 m 

80 ft 
24.38 m 

80 ft 
24.38 m 

100 ft 
30.5 m 

120 ft 
36.6 m 

140 ft 
42.7 m 

160 ft 
48.8 m 

500lbs
(227kg)

1000lbs
(454kg)120 ft

36.58 m

100 ft
30.48 m

80 ft
24.38 m 

60 ft
18.29 m 

40 ft
12.19 m

20 ft
6.10 m 

0 ft
0 m 

140 ft
42.67 m

-20 ft
-6.10 m

0 ft
0 m 

20 ft
6.10 m 

40 ft
12.19 m 

60 ft
18.29 m 

80 ft
24.38 m 

4 Max. working height 40.3m

4 Max. platform height 38.3m

4 Max. outreach 19.25m

4 Overall width 2.49m

4 Stowed length 14.48m

4 Stowed height 3.05m

4 Platform capacity (restricted) 450kg

4 Gross machine weight 21000kg

4 Stowed gradeability 45%

4 Tyres foam filled - rough terrain

 JLG 1250 AJP

Diesel Rough Terrain
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 MEC Titan 60-S

4 Max. working height 20m

4 Max. platform height 18.3m

4 Max. outreach 14.6m

4 Overall width 2.42m

4 Stowed length 7m

4 Stowed height 2.4m

4 Platform capacity 1350kg

4 Platform size 6.7m x 2.28m

4 Gross machine weight 18000kg

4 Stowed gradeability 40%

4 Tyres rough terrain

The MEC Titan 60-S can 
lift personnel, equipment 
and materials weighing up 
to 1,350kg to a maximum 
height of 18.3 metres, and  
it has a horizontal outreach 
of up to 14.6 metres.

NEW!

 
 

 -10 ft 
-3.05 m

0 ft
0 m

10 ft
3.05 m

20 ft
6.10 m

30 ft
9.14 m

40 ft
12.2 m

50 ft
15.24 m

60 ft
18.29 m

70 ft 
21.34 m 

60 ft 
18.29 m 

50 ft 
15.24 m 

40 ft 
12.19 m 

30 ft 
9.14m 

20 ft 
6.1 m 

10 ft 
3.05 m 

-10 ft 
3.05 m 

0 ft 
0 m 

S65

4 Max. working height 21.80m

4 Max. platform height 19.80m

4 Max. outreach 17.1m

4 Overall width 2.49m

4 Stowed length 9.42m

4 Stowed height 2.72m

4 Platform capacity 227kg
4 Gross machine weight 10371kg
 (CE foam filled tyres)

4Stowed gradeability (4WD) 40%

4 Tyres rough terrain

 Genie S65
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0 ft
0 m

13.12 ft
4 m

26.24 ft
8 m

39.37 ft
12 m

52.49 ft
16 m

65.61 ft
20 m

78.74 ft
24 m

45.9 ft
28 m

0 ft
0 m

13.12 ft
4 m

26.24 ft
8 m

39.37 ft
12 m

-13.12 ft
-4 m

52.49 ft
16 m

65.61ft
20 m

78.74 ft
24 m

4 Max. working height 27.75m

4 Max. platform height 25.75m

4 Max. outreach 21.45m

4 Overall width 2.43m

4 Stowed length 11.35m

4 Stowed height 2.75m

4 Platform capacity 350kg

4 Gross machine weight 16500kg

4 Stowed gradeability 40%

4 Tyres rough terrain

 Manitou 280 TJ

Diesel Rough Terrain

0 ft
0 m

10 ft
3.05 m

20 ft
6.10 m

30 ft
9.14 m

40 ft
12.2 m

50 ft
15.24 m

60 ft
18.29 m

70 ft 
21.34 m 

80 ft 
24.38 m 

60 ft 
18.29 m 

50 ft 
15.24 m 

40 ft 
12.19 m 

30 ft 
9.14m 

20 ft 
6.1 m 

10 ft 
3.05 m 

-10 ft 
3.05 m 

0 ft 
0 m 

4 Max. working height 22.31m

4 Max. platform height 20.31m

4 Max. outreach 17.95m

4 Overall width 2.49m

4 Stowed length 10.21m

4 Stowed height 2.57m

4 Platform capacity 230kg

4 Gross machine weight 12720kg

4 Stowed gradeability 45%

4 Tyres rough terrain

 JLG 660SJ

 
 

 -5 ft 
-1.52 m

0 ft
0 m

10 ft
3.05 m

30 ft
9.14 m

50 ft
15.24 m

70 ft
21.0 m

90 ft
27.4 m

100 ft 
30.5 m 

80 ft 
24.34 m 

60 ft 
18.29 m 

40 ft 
12.19 m 

20 ft 
6.1 m 

-10 ft 
3.05 m 

0 ft 
0 m 

S85

4 Max. working height 27.90m

4 Max. platform height 25.90m

4 Max. outreach 23.32m

4 Overall width 2.50m

4 Stowed length 12.20m

4 Stowed height 2.80m

4 Platform capacity 227kg

4 Gross machine weight 17236kg

4 Stowed gradeability (4WD) 45%

4 Tyres rough terrain

 Genie S85

Also available: S80
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-19.6 ft -9.8 ft -0 ft 9.8 ft 19.6 ft 29.5 ft 39.37 ft 49.21 ft 59 ft 68.8 ft 78.74 ft
-6 m -3 m -0 m 3 m 6 m 9 m 12 m 15 m 18 m 21 m 24 m

-0 ft

9.8 ft 

19.6 ft

29.5 ft

39.37 ft

49.21 ft

59 ft

68.8 ft

78.74 ft

3 m

6 m

9 m

12 m

15 m

18 m

21 m

24 m

27 m 
88.58 ft

98.42ft

108.26 ft

118.11 ft

127.95 ft

137.79 ft

30 m

33 m

36 m

39 m

42 m

4 Max. working height 38.73m

4 Max. platform height 36.73m

4 Max. outreach 22.86m

4 Overall width 2.49m

4 Stowed length 13.67m

4 Stowed height 3.05m

4 Platform capacity (restricted) 450kg

4 Gross machine weight 18500kg

4 Stowed gradeability 45%

4 Tyres foam filled - rough terrain

 JLG 1200 SJP

Also available from stock: JLG SXJ120

 
 

 -5 ft 
-1.52 m

0 ft
0 m

10 ft
3.05 m

30 ft
9.14 m

50 ft
15.24 m

70 ft
21.0 m

90 ft
27.4 m

100 ft 
30.5 m 

80 ft 
24.34 m 

60 ft 
18.29 m 

40 ft 
12.19 m 

20 ft 
6.1 m 

-10 ft 
3.05 m 

0 ft 
0 m 

4 Max. working height 28.51m

4 Max. platform height 26.21m

4 Max. outreach 23.51m

4 Overall width 2.49m

4 Stowed length 12.19m

4 Stowed height 3.05m

4 Platform capacity 230kg

4 Gross machine weight 17200kg

4 Stowed gradeability (4WD) 45%

4 Tyres rough terrain

 JLG 860SJ

4 Max. working height 40.15m

4 Max. platform height 38.15m

4 Max. outreach 24.38m

4 Overall width (axels retracted) 2.49m

4 Stowed length 14.25m

4 Stowed height 3.07m

4 Platform capacity 227kg

4 Gross machine weight 20248kg

4 Stowed gradeability 40%

4 Tyres foam filled - rough terrain

 Genie S125

Call: 0845 457 0000 E-mail: hire@jms.co.uk52

Boom Lifts - Straight Stick



Genie SX180
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500 lb - 227kg 

1,000 lb - 454kg 

1500SJ

1500SJ

-0 ft 20 ft
6.10 m

40 ft
12.19 m

60 ft
18.29 m

80 ft
24.38 m

-0 ft

20 ft
6.10 m

40 ft
12.19 m

60 ft
18.29 m

80 ft
24.38 m

100 ft
30.48 m

120 ft
36.58 m

140 ft
42.67 m

160 ft
48.76 m

4 Max. working height 47.72m

4 Max. platform height 45.72m

4 Max. outreach 24.38m

4 Overall width (axels retracted)  2.49m

4 Machine length 18.81m

4 Machine height 3.05m

4 Platform capacity (restricted) 450kg

4 Gross machine weight 22000kg

4 Stowed gradeability (4WD) 40%

4 Tyres rough terrain

 JLG 1500SJ

4 Max. working height 43.15m

4 Max. platform height 41.15m

4 Max. outreach 27.43m

4 Overall width (axels retracted) 2.49m

4 Stowed length 19.76m

4 Stowed height 3.05m

4 Platform capacity 300kg

4 Gross machine weight 21546kg

4 Stowed gradeability 35%

4 Tyres rough terrain

 Genie SX135 XC

 -20 ft -10 ft 0 ft 10 ft 20 ft 30 ft 40 ft 50 ft 60 ft 70 ft 80 ft 90 ft
 -6.1 m -3.05 m 0 m 3.05 m 6.1 m 9.14 m 12.19 m 15.24 m 18.29 m 21.34 m 24.38 m 27.42 m

150 ft
45.72 m

140 ft
42.67 m

130 ft
39.62 m

120 ft
36.58 m

110 ft
33.53 m

100 ft
30.48 m

90 ft
27.43 m

80 ft
24.38 m

70 ft
21.34 m

60 ft
18.29 m

50 ft
15.24 m

40 ft
12.19 m

30 ft
9.14 m

20 ft
6.1 m

10 ft
3.05 m

20 ft
6.1 m

10 ft
3.05 m

0 ft
0 m

Maximum
outreach zone

(300 kg capacity)

Maximum
capacity zone

(454 kg capacity)

4 Max. working height 43.30m

4 Max. platform height 41.30m

4 Max. outreach 24.38m

4 Overall width (axels retracted) 2.49m

4 Stowed length 14.89m

4 Stowed height 3.05m

4 Platform capacity (restricted) 450kg

4 Gross machine weight 20400kg

4 Stowed gradeability 45%

4 Tyres rough terrain

 JLG 1350 SJP140 ft 
42.672 m 

120 ft 
36.58 m 

100 ft 
30.48 m 

80 ft 
24.38 m 

60 ft 
18.29 m 

60 ft 
18.29 m 

40 ft 
12.19m 

40 ft 
12.19m 

20 ft 
6.1 m 

20 ft 
6.1 m 

0 ft 
0 m 

0 ft 
0 m 

10 ft 
-3.05 m 

60 ft 
18.29 m 

80 ft 
24.38 m 

NEW!
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0 ft
0 m

20 ft
6.10 m

60 ft
18.29 m

80 ft
24.38 m

40 ft
12.19 m

140 ft
42.67 m

120 ft
36.58 m

100 ft
30.48 m

80 ft
24.38 m

60 ft
18.29 m

40 ft
12.19 m

20 ft
6.10 m

0 ft
0 m

160 ft
48.76 m

180 ft
54.86 m

200 ft
60.96 m

500 lb - 227 kg

1,000 lb - 454 kg

1850SJ

1850SJ

80°

4 Max. working height 58.56m

4 Max. platform height 56.56m

4 Max. outreach 24.38m

4 Overall width 2.49m

4 Stowed length 19.45m

4 Stowed height 3.05m

4 Platform capacity (restricted) 454kg

4 Gross machine weight 27352kg

4 Stowed gradeability 40%

4 Tyres foam filled - rough terrain

 JLG 1850SJ

 -20 ft -10 ft 0 ft 10 ft 20 ft 30 ft 40 ft 50 ft 60 ft 70 ft 80 ft 90 ft
 -6.1 m -3.05 m 0 m 3.05 m 6.1 m 9.14 m 12.19 m 15.24 m 18.29 m 21.34 m 24.38 m 27.42 m

190 ft
57.91 m

180 ft
54.86 m

170 ft
51.81 m

160 ft
48.77 m

150 ft
45.72 m

140 ft
42.67 m

130 ft
39.62 m

120 ft
36.58 m

110 ft
33.53 m

100 ft
30.48 m

90 ft
27.43 m

80 ft
24.38 m

70 ft
21.34 m

60 ft
18.29 m

50 ft
15.24 m

40 ft
12.19 m

30 ft
9.14 m

20 ft
6.1 m

10 ft
3.05 m

0 ft
0 m

4 Max. working height 56.86m

4 Max. platform height 54.86m

4 Max. outreach 24.38m

4 Overall width (axles retracted) 2.49m

4 Stowed length 14.33m

4 Stowed height 3.05m

4 Platform capacity 340kg

4 Gross machine weight 24856kg

4Stowed gradeability 35%

4 Tyres foam filled - rough terrain

 Genie SX180

Diesel Rough Terrain
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Hinowa LL17.75

Call: 0845 457 0000 E-mail: hire@jms.co.uk56Call: 0845 457 0000 E-mail: hire@jms.co.uk56

Track Booms / Spider Lifts



 JLG X15J Plus

32.8 ft 
10 m 

26.2 ft 
8 m 

19.5 ft 
6 m 

13.1 ft 
4 m 

6.5 ft 
2 m 

0 ft 
0 m 

39.3 ft 
12 m 

45.9 ft 
14 m 

52.49 ft 
16 m 

0 ft 
0 m 

-3.2 ft 
-1 m 

3.2 ft 
1 m 

9.8 ft 
3 m 

-9.8 ft 
-3 m 

16.4 ft 
5 m 

22.9 ft 
7 m 

MAX. RATED 
WORKING LOAD: 230 KG

  Hinowa LL15.7

32.8 ft 
10 m 

26.2 ft 
8 m 

19.5 ft 
6 m 

13.1 ft 
4 m 

6.5 ft 
2 m 

0 ft 
0 m 

39.3 ft 
12 m 

45.9 ft 
14 m 

52.5 ft 
16 m 

0 ft 
0 m 

3.2 ft 
1 m 

3.2 ft 
1 m 

9.8 ft 
3 m 

16.4 ft 
5 m 

22.9 ft 
7 m 

MAX LOADING  
CAPACITY 230 KG

(2 persons  80x2=160 kg 
+ 

toolbox 70 kg)

4 Max. working height 15.40m

4 Max. platform height 13.30m

4 Max. outreach 6.60m

4 Closed machine width 0.75 - 1.10m

4 Transport length 3.40m

4 Transport height 1.98m

4 Max platform capacity 230kg

4 Outrigger footprint (L-W) 2.8m

4 Max gnd press on stab 2.41 Kg/cm2

4 Gross machine weight 1910kg

4 Max slope in travel mode 16º/28.7%

4 Tyres tracked

4 Max. working height 15.40m

4 Max. platform height 13.40m

4 Max. outreach 6.60m

4 Closed machine width 0.75 - 1.10m

4 Transport length 4.02m

4 Transport height 1.99m

4 Max platform capacity 230kg

4 Outrigger footprint (L-W) 2.8m

4 Max gnd press on stab 2.36daM/cm2

4 Gross machine weight 1950kg

4 Max slope in travel mode 16º/28.7%

4 Tyres tracked

PLEASE NOTE - Outriggers can deploy in different positions. The outrigger footprint may vary.

Lithium ion option available
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 Hinowa LL17.75 Lithium ion

4 Max. working height 17.06m

4 Max. platform height 15.06m

4 Max. outreach 7.50m

4Closed machine width 0.80m - 1.09m

4 Transport length 4.53m

4 Transport height 1.99m

4 Outrigger Footprint (L-W) 2.89x2.89m

4 Max gnd press on stab 2.45daN/cm2

4Max platform capacity (Restricted) 230kg

4 Gross machine weight 

	 Lithium ion 2300kg

	 Diesel 2230kg

4 Max slope in travel mode 16o / 28.7%

4 Tyres tracked

 Hinowa LL17.75 Diesel

 0,5  0,5 A 0,5  0,5 A  1 0,5 C
 1 0,5 C

 

         
   

10,5C10,5C

0,5 0,5A0,5 0,5A

A

C

 

13.13 ft 19.68 ft 26.24 ft

52.49 ft

45.9 ft

39.37 ft

32.8 ft

26.24 ft

19.68 ft

13.13 ft

6.56 ft

0 ft

16m 

55.77 ft
17m 

14m 

49.21 ft
14m 

12m 

42.65 ft
12m 

10m 

36.08 ft
10m 

8m

6m

4m

29.52 ft

22.97 ft

16.40 ft

9m

7m

5m

2m

9.84 ft

3.28 ft

3m

2m

6.56 ft
2m

0ft
4m 6m 8m

-6.56 ft
-2m

360º

MAX RATED WORKING
LOAD: 230 KG

PLEASE NOTE - Outriggers can deploy in different positions. The outrigger footprint may vary.
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 Hinowa LL20.10 Lithium ion

4 Max. working height 20.15m

4 Max. platform height 18.15m

4 Max. outreach 9.70m

4Closed machine width 0.79m-1.09m

4 Transport length 4.50m

4 Transport height 1.99m

4 Outrigger Footprint (L-W) 2.92x2.93m 

4 Max gnd press on stab 3.04daN/cm2

4Max platform capacity 230kg

4 Gross machine weight 

	 Lithium ion 2950kg

	 Diesel 2940kg

4 Max slope in travel mode 16o/28.7%

4 Tyres tracked

-6.56 ft 13.13 ft 19.68 ft 26.24 ft 32.8ft

65.6 ft

59 ft

52.49 ft

45.9 ft

39.37 ft

32.8 ft

26.24 ft

19.68 ft

13.13 ft

6.56 ft

0m

MAX RATED WORKING 
LOAD: 230 KG

A

A

MAX RATED WORKING
LOAD: 230 KG

20m 

18m 

16m 

14m 

12m 

10m 

8m

6m

4m

2m

0 ft 

-2m
6.56 ft

2m
0ft

4m 6m 8m 10m

360°

 Hinowa LL20.10 Diesel

PLEASE NOTE - Outriggers can deploy in different positions. The outrigger footprint may vary.
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 Teupen Leo21GT

32.8 ft 
10 m 

26.2 ft 
8 m 

19.5 ft 
6 m 

13.1 ft 
4 m 

6.5 ft 
2 m 

-6.5 ft 
-2 m 

0 ft 
0 m 

39.3 ft 
12 m 

45.9 ft 
14 m 

52.5 ft 
16 m 

65.6 ft 
20 m 

59 ft 
18 m 

72.2 ft 
22 m 

78.7 ft 
24 m 

0 ft 
0 m 

-6.5 ft 
-2 m 

6.5 ft 
2 m 

13.1 ft 
4 m 

-13.1 ft 
-4 m 

19.5 ft 
6m

26.2 ft
8 m 

32.8 ft 
10 m 

39.3 ft 
12 m 

45.9 ft 
14 m 

4 Max. working height 21.0m

4 Max. platform height 19.0m

4 Max. outreach 12.0m

4 Min overall width 0.98m

4 Overall length (with platform) 6.40m

4 Travelling position height 1.99m

4 Outrigger footprint (L-W) 4.70x4.70m

4 Max gnd press on stab 23.70kN

4 Platform capacity 250kg

4 Gross machine weight 3000kg

4 Max gradeability 16.7º/30%

4 Tyres non-marking tracked

Diesel Electric motor

PLEASE NOTE - Outriggers can deploy in different positions. The outrigger footprint may vary.
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4 Max. working height 22.0m

4 Max. platform height 20.0m

4 Max. outreach 10.8m

4 Closed machine width 0.93-1.20m

4 Stowed length 5.25m

4 Stowed height 2.13m

4 Outrigger footprint (L-W) 5.67x3.98m

4 Max manual force 40 daN

4 Platform capacity 200kg

4 Gross machine weight 3000kg

4 Max gradient 20º/37%

4 Tyres non-marking tracks

 Bluelift C22-11

72.17 ft
22m 

0m
0 ft 

65.6 ft

59 ft

52.49 ft

45.9 ft

39.37 ft

32.8 ft

26.24 ft

19.68 ft

13.13 ft

6.56 ft

0ft

20m 

18m 

16m 

14m 

12m 

10m 

8m

6m

4m

2m

0m
6.56 ft

2m 
13.13 ft

4m 
19.68 ft

6m 
26.24 ft

8m 
32.8 ft

10m 
39.37 ft

12m 

JMS have always embraced 
the very latest technology, 
we've selected Lithium ion 
battery power for a number of 
our tracked boom lifts.

Lithium ion power provides 
a number of benefits for the 
operator:

• Quiet operation, ideal for  
 internal applications such as  
 hospitals or retail areas

• Emission free, no fumes  
 during operation

• Battery power to platform  
 eliminates the need of long  
 extension cables to  
 the platform

• Powerful battery provides  
 long work cycles

• Fast recharge times 
 in-between shifts

Lithium ion Power

PLEASE NOTE - Outriggers can deploy in different positions. The outrigger footprint may vary.
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 Teupen 23GT

32.8 ft 
10 m 

26.2 ft 
8 m 

19.5 ft 
6 m 

13.1 ft 
4 m 

6.5 ft 
2 m 

0 ft 
0 m 

39.3 ft 
12 m 

45.9 ft 
14 m 

52.5 ft 
16 m 

65.6 ft 
20 m 

59 ft 
18 m 

72.2 ft 
22 m 

78.7 ft 
24 m 

85.3 ft 
26 m 

0 ft 
0 m 

-6.5 ft 
-2 m 

6.5 ft 
2 m 

13.1 ft 
4 m 

-13.1 ft 
-4 m 

19.5 ft 
6m

26.2 ft
8 m 

32.8 ft 
10 m 

39.3 ft 
12 m 

45.9 ft 
14 m 

  Hinowa LL23.12

32.8 ft 
10 m 

26.2 ft 
8 m 

19.5 ft 
6 m 

13.1 ft 
4 m 

6.5 ft 
2 m 

0 ft 
0 m 

39.3 ft 
12 m 

45.9 ft 
14 m 

52.5 ft 
16 m 

65.6 ft 
20 m 

59 ft 
18 m 

72.2 ft 
22 m 

78.7 ft 
24 m 

0 ft 
0 m 

-6.5 ft 
-2 m 

6.5 ft 
2 m 

13.1 ft 
4 m 

19.5 ft 
6m

26.2 ft
8 m 

32.8 ft 
10 m 

39.3 ft 
12 m 

4 Max. working height 23.20m

4 Max. platform height 21.0m

4 Max. outreach (restricted) 15.6m

4 Transport width 0.99m

4 Transport length 6.30m

4 Transport height 1.99m

4 Outrigger footprint (L-W) 4.7x4.7m

4 Max gnd press on stab 23.70 kN

4 Max platform capacity (restricted) 250kg

4 Gross machine weight 3050kg

4 Max gradeability 16.7º/30.0%

4 Tyres tracked

4 Max. working height (restricted) 23.20m

4 Max. platform height (restricted) 21.20m

4 Max. outreach (restricted) 10.25m

4 Closed machine width 0.78 - 1.10m

4 Transport length 5.65m

4 Transport height 1.99m

4 Outrigger footprint (L-W) 3.98x3.98m

4 Max gnd press on stab 3daN/cm2

4 Max platform capacity (restricted) 200kg

4 Gross machine weight 

 Diesel 3090kg

 Lithium ion 3200kg

4 Max slope in travel mode 16º/28.7%

4 Tyres tracked

Lithium ionDiesel Mains Power

PLEASE NOTE - Outriggers can deploy in different positions. The outrigger footprint may vary.
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 Teupen Leo24GT Lithium ion

250 kg

55
1 l

bs

6ft
1.82m

12ft
3.65m

18ft
5.48m

24ft
7.31m

30ft
9.14m

36ft
10.97m

0 42ft
12.80m

48ft
14.63m

6.5ft
2m

13.1ft
4m

19.6ft
6m

26.2ft
8m

32.8ft
10m

6.5ft
12m

45.9ft
14m

6.56ft
2m

13.1ft
4m

19.6ft
6m

26.2ft
8m

32.8ft
10m

39.3ft
12m

45.9ft
14m

52.49ft
16m

59ft
18m

65.6ft
20m

72.17ft
22m

78.74ft
24m

0

-6.56ft
-2m

-13.1ft
-4m

6ft
1.82m

12ft
3.65m

18ft
5.48m

24ft
7.31m

30ft
9.14m

36ft
10.97m

42ft
12.80m

48ft
14.63m

54ft
16.45m

60ft
18.28m

66ft
20.11m

72ft
21.94m

0

-6.56ft
-2m

-13.1ft
-4m

78ft
23.77m

4 Max. working height 24.0m

4 Max. platform height 22.0m

4 Max. outreach 12.0m

4 Min overall width 0.98m

4Overall length 6.40m

4 Travelling position height 1.99m

4 Outrigger footprint (L-W) 4.70x4.70m

4 Max gnd press on stab 23.70 kN

4 Platform capacity 250kg

4 Gross machine weight 

 Diesel 3300kg

 Lithium ion 3360kg

4 Max gradeability 16.7º/30%

4 Tyres non-marking tracks

Mains power option on both models

 Teupen Leo24GT Diesel

Electric
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 Hinowa LL26.14

360°

6.56ft
2m

13.1ft
4m

19.6ft
6m

26.2ft
8m

32.8ft
10m

39.3ft
12m

45.9ft
14m

52.49ft
16m

59ft
18m

65.6ft
20m

72.17ft
22m

78.74ft
24m

85.30ft
26m

0
6.56ft

2m
13.1ft

4m
19.6ft

6m
26.2ft

8m
32.8ft
10m

39.3ft
12m

0ft 45.9ft
14m

-6.56ft
-2m

4 Max. working height 25.70m

4 Max. platform height 23.70m

4 Max. outreach 13.75m

4 Min overall width 0.99m-1.49m

4 Overall length 6.35m

4 Travelling position height 1.98m

4 Outrigger footprint (L-W) 4.03x3.98m

4 Max gnd press on stab 4.42daN/cm2

4 Platform capacity 230kg

4 Gross machine weight 4365kg

4 Max gradeability 16º/28.7%

4 Tyres non-marking tracked

Diesel Electric motor

Lithium ion option available
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13.1ft
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19.6ft
6m

26.2ft
8m

32.8ft
10m

39.3ft
12m

06.56ft
2m

13.1ft
4m

19.6ft
6m

26.2ft
8m

32.8ft
10m

39.3ft
12m

45.9ft
14m

52.5ft
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45.9ft
14m

52.5ft
16m

59ft
18m

59ft
18m

6.56ft
2m

13.1ft
4m

19.6ft
6m

26.2ft
8m

32.8ft
10m

39.3ft
12m

45.9ft
14m

52.5ft
16m

59ft
18m

65.6ft
20m

72.17ft
22m

78.74ft
24m

85.30ft
26m

91.86ft
28m

98.42ft
30m

104.99ft
32m

0

4 Max. working height 30.00m

4 Max. platform height 28.00m

4 Max. outreach (restricted) 15.70m

4 Min overall width 1.58m

4 Overall length 7.20m

4 Travelling position height 1.98m

4 Outrigger footprint (L-W) 5.30x4.75m

4 Max gnd press on stab 26.0 kN

4 Platform capacity 200kg

4 Gross machine weight 4300kg

4 Max gradeability 16.7º/30%

4 Tyres non-marking tracked

 Teupen Leo30T

Diesel Electric motor
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Diesel Electric motorTrack Booms / Spider 

6.56ft
2m

13.1ft
4m

19.6ft
6m

-6.56ft
-2m

-13.1ft
-4m

-19.6ft
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16m

0
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A

b 0,1TUBOLARE
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A
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6,36,30
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A

0,46,36,3
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b 0,1TUBOLARE

0,46,36,3

A

b 0,1TUBOLARE

0,4 6,36,3

A

b 0,1TUBOLARE

0,4 6,36,3

360°

4 Max. working height 32.60m

4 Max. platform height 30.60m

4 Max. outreach 16.50m

4 Travel width 1.69m

4 Overall length 6.50m

4 Travelling position height 1.98m

4 Outrigger footprint (L-W) 5.14x4.60m

4 Platform capacity 230kg

4 Gross machine weight 7616kg

4 Max gradeability 16º/28.7%

4 Tyres non-marking tracked

 Hinowa 33.17

NEW!
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 Teupen Leo36T
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0

4 Max. working height 35.50m

4 Max. platform height 33.50m

4 Max. outreach (restricted) 15.60m

4 Min overall width 1.58m

4 Overall length 8.18m

4 Travelling position height 1.98m

4 Outrigger Footprint (L-W) 5.30x4.75m

4 Max Gnd Press on Stab 35.0 kN

4 Platform capacity 200kg

4 Gross machine weight 4900kg

4 Max gradeability 11º/19%

4 Tyres non-marking tracked

Diesel Electric motor
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 Teupen Leo50GT

80
 kg

20
0 k

g

16.4ft
5m

32.8ft
10m

49.21ft
15m

65.6ft
20m

016.4ft
5m

32.8ft
10m

49.21ft
15m

65.6ft
20m

16.4ft
5m

32.8ft
10m

49.21ft
15m

65.6ft
20m

82.02ft
25m

0

98.42ft
30m

114.82ft
35m

131.23ft
40m

147.63ft
45m

164.04ft
50m

4 Max. working height 50.0m

4 Max. platform height 48.0m

4 Max. outreach (restricted) 20.00m

4 Min overall width 1.58m

4 Overall length 9.35m

4 Travelling position height 1.98m

4 Outrigger Footprint (L-W) 7.60x5.65m

4 Max Gnd Press on Stab 81.0 kN

4 Platform capacity (restricted) 200kg

4 Gross machine weight 13500kg

4 Max gradeability 16.7º/30%

4 Tyres tracked
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 Falcon FS520C Spider
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26.2ft
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39.3ft
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52.5ft
16m

65.6ft
20m

0

360

100kg.
220l b.

440l b.
200kg.

4 Max. working height 52.0m

4 Max. platform height 50.0m

4 Max. outreach 17.0m

4 Min overall width 1.25m

4 Overall length 9.30m

4 Travelling position height 2.10m

4 Outrigger Footprint (L-W) 6.54x6.54m

4 Max Gnd Press on Stab 3.60 kg/cm2

4 Platform capacity 200kg

4 Gross machine weight 13500kg

4 Max gradeability 20º/37%

4 Tyres tracked

Diesel Electric motorTrack Booms / Spider Lifts Lithium ion
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Track Booms / Spider 

0845 457 0000

Get the right machine for the job 
with a JMS specialist site survey

Full on-site demonstrations

Experienced operators available

Hire your Spreader Plates  from JMS
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Please ask us for  
details on our 360  
degree camera options

4 Max. lifting height 5.85m

4 Max. outreach 3.40m

4 Overall width 1.81m

4 Overall height 1.92m

4 Length to carriage 3.90m

4Overall max lift capacity 2500kg
4 Unladen weight (with forks) 4800kg

4 Ground clearance 0.33m

4 Tyres 12-16.5 SKS CL tubeless

 Manitou MT 625 H

Telehandlers Diesel Rough Terrain
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4 Max. lifting height 6.0m

4 Max. outreach 3.50m

4 Overall width 1.84m

4 Overall height 1.89m

4 Length to carriage 4.0m

4 Overall max lift capacity 2500kg

4 Unladen weight 5490kg

4 Ground clearance 0.23m

4 Tyres Industrial 12x16.5

 JCB 525-60
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4 Max. lifting height 6.90m

4 Max. outreach 4.16m

4 Overall width 2.34m

4 Overall height 2.30m

4 Length to carriage 4.74m

4Overall max lift capacity 3200kg

4 Unladen weight 7585kg

4 Ground clearance 0.45m

4 Tyres 400/80-24

 Manitou MT 732
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Telehandlers

4 Max. lifting height 7.75m

4 Max. outreach 4.45m

4 Overall width 2.28m

4 Overall height 2.42m

4 Length to carriage 5.24m

4Overall max lift capacity 3500kg

4 Unladen weight 7200kg

4 Ground clearance 0.42m

4 Tyres 400/80-24

 Manitou MT 835
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4 Max. lifting height 9.0m

4 Max. outreach 6.58m

4 Overall width 2.34m

4 Overall height 2.30m

4 Length to carriage 4.68m

4 Overall max lift capacity 3200kg

4 Unladen weight 7980kg

4 Ground clearance 0.45m

4 Tyres 400/80-24

 Manitou MT 932
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4 Max. lifting height (stabilizers ext.) 12.55m

4 Max. outreach (stabilizers ext.) 8.75m

4 Overall width 2.28m

4 Overall height 2.42m

4 Length to carriage 5.86m

4 Overall max lift capacity 3500kg

4 Unladen weight 8800kg

4 Ground clearance 0.41m

4 Tyres 400/80-24

 Manitou MT 1335

4 Max. lifting height 9.50m

4 Max. outreach 6.52m

4 Overall width 2.36m

4 Overall height 2.49m

4 Length to carriage 4.99m

4 Overall max lift capacity 3500kg

4 Unladen weight 8215kg

4 Ground clearance 0.40m

4 Tyres 15.5/80-24

 JCB 535-95
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Diesel Rough Terrain
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4 Max. lifting height (stabilizers ext.) 17.55m

4 Max. outreach (stabilizers ext.) 13.08m

4 Overall width 2.42m

4 Overall height 2.50m

4 Length to carriage 6.27m

4 Overall max lift capacity 4000kg

4 Unladen weight 11630kg

4 Ground clearance 0.42m

4 Tyres 440/80-24

 Manitou MT 1840

4 Max. lifting height (stabilizers ext.) 16.7m

4 Max. outreach (stabilizers ext.) 12.5m

4 Overall width 2.44m

4 Overall height 2.69m

4 Length to carriage 6.36m

4 Overall max lift capacity 4000kg

4 Unladen weight 12060kg

4 Ground clearance 0.40m

4 Tyres 15.5/80-24

 JCB 540-170
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Diesel Rough Terrain
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4 Max. lifting height 3.30m

4 Mast tilt (forwards/backwards) 6º/12º
4 Overall width 1.16m

4 Overall height (top of overhead guard) 2.19m

4 Length to back of forks 2.54m

4Lifting capacity 2500kg

4 Unladen weight diesel 4000kg

4 Unladen weight gas 3895kg

4 Ground clearance 0.18m

4 Tyres solid pneumatic

 Manitou MI25D/G

4 Max. lifting height 7.00m

4 Mast tilt (forwards/backwards) 6º/12º
4 Overall width 1.92m

4 Overall height (top of overhead guard) 2.45m

4 Length to back of forks 3.44m

4 Lifting capacity 3000kg

4 Unladen weight 5485kg

4 Ground clearance 0.38m

4 Tyres rough terrain

 Manitou M 30-4

LPG or Diesel options

Manitou MI2G
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Mini Diggers from 0.9 tonne to 2.6 tonne

Mini Dumpers from 1 tonne

Please call to discuss  
your requirements
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Diggers and Dumpers
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Damage Waiver

Visit www.jms.co.uk/damage-waiver-options
to view the Waiver options from JMS

JMS operates a waiver scheme so our customers can hire 
expensive access equipment without having to   
worry about unforeseen costs.

Unintended incidents can occur even in the most  
controlled and well-managed working environments.
These can leave hire customers responsible for paying the  
cost of repairing damage to equipment, or even replacing it. 

JMS offers two Waiver options:  
Damage Waiver and Extended Damage Waiver.

They are designed to remove worry about damage,  
theft or loss of the equipment you hire.

Taking the worry out of ACCESS HIRE



Truck Mounted Boom Lifts

Call: 0845 457 0000 E-mail: hire@jms.co.uk71

Truck Mounted Boom 
Lifts are an ideal solution 
for high work areas (up to 
60m) where road access 
is available.

They are particularly 
suited on or near highway 
applications, where they 
can be removed from site 
quickly.

Also available with fully 
qualified operator.

Self Drive truck mounts (up to 26m)

Please contact us to discuss 
your requirements.

Bronto Skylift S 56XR

Bronto Skylift S 56XR
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Machine Index

Low Level /  
Mast Lifts 8
Desk Glider/Glide Lift 8

Peco 9

Peco Wind Rated 9

Pop-up 9

Boss X2 10

Ecolift 10

Ecolift Wind Rated 10

Nano 45 11

Pop-up+ 11

Boss X3 11

Power Tower 12

Boss X3X 12

Mast Lifts 13 
Nano SP (Self Propelled) 13

Boss X3X SP (Self Propelled) 13

Genie GR12 13

JLG 1230ES 14

Genie GR15 14

Skyjack SJ16 14

Genie GR20 15

Genie AWP 20S 15

Genie AWP 25S 15

Manitou 100 VJR 16

Haulotte Star 10 16

JLG Toucan T10E 16

Haulotte Quick Up 11 17

Genie AWP30S 17

JLG Toucan T12E 17

Haulotte Quick Up 12 18

Genie AWP36S 18

Genie AWP 40S 18

Electric  
Scissor Lifts 19
Snorkel S3010E 19

Dingli JCPT0607DCS 20

Skyjack SJ3219 20

JLG 6RS 20

JLG 1932R 21

Sjyjack SJ3226 21

Skyjack SJ4626 21

Genie GS3232 22

Skyjack SJ4632 22

JLG 10RS 22

Skyjack SJ6832 RTE 23

Genie GS4047 23

Haulotte Compact 14 23

JLG 4045R 24

JLG 4069LE 24

Skyjack 8841E 24

Dingli JCPT1612DC 25

Liftlux 153-12 25

Holland Lift N165-EL12 25

Airo XL 19 E 26

Liftlux 180-12 26

Tracked  
Scissor Lift 27
Almac Bibi 850-BL 27

Almac Bibi 1090-BL 27

Diesel  
Scissor Lifts 28
Skyjack SJ6826RT 29

Genie GS2669 RT 29

Haulotte Compact 10 DX 29

Snorkel SL30 Speed Level 30

Genie GS3268 RT 30

Skyjack SJ6832 RT 30

Genie GS3369 RT 31

Haulotte Compact 12 DX 31

Genie GS4069 RT 31

Skyjack SJ8841 RT 32

Skyjack SJ9241 RT 32

Skyjack SJ9250RT 32

Genie GS5390 RT 33

Liftlux 172-24 33

MEC 6092 RT 33

Hollandlift B210-DL25 35

Holland Lift B195-DL25 35

Liftlux 203-024 35

Liftlux 205-025 35 

Liftlux 210-025 35

Liftlux 245-025 36

Holland Lift M250-DL27 36

Holland Lift HL275-E25  
(Hybrid) 36

Liftlux 260-025 36

Holland Lift  
Megastar G320 36

Liftlux 320-30 36

Call: 0845 457 0000 E-mail: hire@jms.co.uk82

Machine Index

Genie Z45XC
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Machine Index

Boom Lifts  
- Articulated 39
Genie Z30/20 NRJ 40

Skyjack SJ30 ARJE 40

Genie Z30/20N 40

Genie Z33/18 41

Niftylift HR12N (Hybrid) 41

Niftylift HR15N (Hybrid) 41

JLG 450AJ 42

Genie Z45XC 42

Genie Z45/25J (Bi-energy) 42

Genie Z45/25JRT 43

Haulotte 16RTJ Pro 43

Manitou 160ATJ 43

Skyjack SJ46AJ 44

Niftylift HR17N (Hybrid) 44

Niftylift HR17 4x4 44

Manitou 200 ATJ 45

Genie Z60/37 FE (Hybrid) 45

JLG M600J 45

Genie Z60/34 46

JLG 600AJ 46

Haulotte HA20 Pro 46

Niftylift HR21 (Hybrid) 47

Skyjack SJ63AJ 47

Genie Z80/60 47

JLG 800AJ 48

Niftylift HR28 (Hybrid) 48

Haulotte HA32 RTJ Pro 48

JLG 1250 AJP 49

Genie ZX135/70 49

JLG 1500 AJP 49

Boom Lifts  
- Straight Stick 50
MEC TITAN 60-S 50

Genie S65 50

JLG 660SJ 51

Manitou 280 TJ 51

Genie S85 51

JLG 860 SJ 52

JLG 1200 SJP 52

Genie S125 52

JLG 1350 SJP 54 

Genie SX135 XC 54

JLG 1500SJ 54

Genie SX180 55

JLG 1850SJ 55

Track Mounted  
Booms 56
JLG XI5J Plus 57

Hinowa LL15.7 57

Hinowa LL17.75 Lith-ion 58

Hinowa LL17.75 Diesel 58 

Hinowa LL20.10 Lith-ion 59

Hinowa LL20.10 Diesel 59

Teupen Leo21GT 60

Bluelift C22-11 61

Teupen 23GT 62

Hinowa LL23.12 62

Teupen Leo24GT Lith-ion 63

Teupen Leo24GT Diesel 63

Hinowa LL26.14 64

Teupen Leo30T 65

Hinowa 33.17 66

Teupen Leo36T 67

Teupen Leo50GT 68

Falcon FS520C Spider 69

Telehandlers 71
Manitou MT 625 H 71

JCB 525-60 72

Manitou MT 732 72

Manitou MT 835 73

Manitou MT 932 73

JCB 535-95 74

Manitou MT 1335 74

JCB 540-170 75

Mantiou MT 1840 75

Forklifts 76
Manitou MI25D/G 76

Manitou M 30-4 76

Mini Diggers 77

Mini Dumpers 77

Truck Mounted   
Boom Lifts 79

Hinowa LL32.12
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National coverage
call the team today on

0845 457 0000

www.jms.co.uk
hire@jms.co.uk

The Hire Service
The South • JMS Powered Access
34 Coldharbour Lane, Harpenden
Herts. AL5 4UN
Tel. 0845 457 0000

The North • JMS Powered Access
Parkside, Parkside Lane
Leeds. LS11 5TD
Tel. 0113 277 2456

Pinewood Studios • JMS Powered Access
Room 1, Double Lodge, Pinewood Road
Iver Heath, Bucks. SL0 0NH
Tel. 01753 785907


